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Automotive SPI to isolated SPI transceiver

Features
. AEC-Q100 qualified g
. Temperature grade 1: -40°C to +125°C operating temperature range

. HBM ESD classification level 2
. CDM ESD classification level C4B

. Automatic wake-up of BMS/BMU MCU and PMIC from SHUTDOWN/SLEEP in
case of fault detected in the chain

. Single or dual channel p/n in the same package for ring connection
. Supports up to 59 devices in chain
. Cable lengths verified up to 10 meters

. 10 MHz 4-wire SPI interface
. 4 Mbps 2-wire vertical interface (VIF)

. Supports both transformer and capacitive isolation

. Compressed burst data read for enhanced communication speed over the
whole chain

. Broadcast write command to configure and control all devices in the chain (or a
subset)

. Very low EMI susceptibility and emissions

. Compatible with 3.3 V and 5 V logics
. Supply voltage from 6 V to 24 V

Applications

. Automotive battery monitoring systems
. Energy storage systems
. UPS

Description

In BMS systems, the L9965TE and L9965TSE SPI transceivers allow communication
between isolated devices in different voltage domains through a twisted-pair
connection.

The devices belong to the L9965TE chipset family for the monitoring and control of
high-voltage battery management systems.

www.st.com

For further information, contact your local STMicroelectronics sales office.
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1 Overview

In a high-voltage battery management system, the controller microcontroller accesses the cells monitor and the
pack current monitor devices for diagnostics and control purposes. Since the different BMS ICs are located into
different voltage domains, it is required isolated communication between each other.

The L9965TE/TSE allows isolated daisy chain connection through a simple two-wire protocol in L9965x-based HV
BMS applications. It converts data from a standard 4-wire SPI protocol to a 2-wire proprietary protocol (and vice
versa), supporting the signals isolation by capacitors or transformers.

All the devices in the daisy chain recognize the protocol and can be addressed in read-write mode by a single
transceiver. Ring connection can be implemented by the dual channel device L9965TE/TSE.

L9965TE/TSE implements two physical communication interfaces:
. SPI target interface
- This interface is used by the controller MCU to configure and send commands to L9965TE/TSE and,
through it, to all the devices in the chain.
. Isolated vertical interface (VIF
- This interface is typically used to connect BMS daisy-chained devices L9965E and L9965C to

L9965TE/TSE and to each other on the VIF bus.
Figure 1. L9965TE in an automotive L9965x-based BMS system
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The L9965TE/TSE manages periodic wake up of the devices in the chain for diagnostic purposes and it is
sensitive to fault tones from the devices in the chain when in low-power mode. It implements a set of commands
to optimize the communication over the chain:

. Broadcast command, to write and configure all devices in the chain (or a subset)

. Burst and compressed burst read, to enable high data rate transmission from all devices in the chain with
negligible impact on the power consumption

. Go-to-sleep command, to set all the devices in the chain to low-power mode

. FAULT/WAKEUP tone, to wake up the chain for normal operation or faults signaling
. CYCLIC_WAKEUP tone, to trigger periodic diagnostic execution in the chained devices.
These functionalities are implemented using different functional states, to optimize system power consumption:
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. NORMAL.: full operation mode

. CYCLIC_WAKEUP/CYCLIC_COUNT: low-power modes to send a periodic tone and trigger cyclic
diagnostics in the chained devices during low-power operation. In these states the device is sensitive to
wake up tones both from the VIF in case of fault and from the SPI by the MCU

. DEEPSLEEP: Ultralow power state for managing long inactive periods. In this state the device is sensitive
to wake up tones both from the VIF in case of fault and from the SPI by the MCU.
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2 Block diagram and pin description

2.1 Block diagram

Figure 2. Single die block diagram
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2.2 Pin description
Figure 3. Pinout L9965TE (top view)
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Table 1. L9965TE pin function

VIO_0 Digital output buffer supply channel 0 Supply
2 BNE_O Buffer not empty flag channel 0 Digital I/0
3 FLT_O Fault interrupts out channel 0 Digital I/0
4 TEST_AUX_0 Test mode AUX 0 Reserved'")
5 TEST 0 Test mode 0 Reserved'")
6 DGND_0 Digital ground channel 0 GND
7 ISOM_0 VIF port channel 0 (Negative) Analog I/O
8 ISOP_0 VIF port channel 0 (Positive) Analog I/O
9 V5V_0 Internal 5 V supply channel 0 Regulator Out®)
10 VB_0 Supply input battery compatible channel 0 Supply
11 WKP_0 Wake up pin channel 0 Analog I/O
12 AGND_0 Analog ground channel 0 GND
13 SCLK_1 SPI serial clock channel 1 Digital In
14 SDO_1 SPI serial data output channel 1 Digital Out
15 SDI_1 SPI serial data input channel 1 Digital In
16 NCS_1 SPI chip select channel 1 Digital In
17 VIO_1 Digital output buffer supply channel 1 Supply
18 BNE_1 Buffer not empty flag channel 1 Digital I/0
19 FLT_1 Fault interrupt out channel 1 Digital I/0
20 TEST_AUX_1 Test mode AUX 1 Reserved'"
21 TEST_1 Test mode 1 Reserved'"
22 DGND_1 Digital ground channel 1 GND
23 ISOM_1 VIF port channel 1 (Negative) Analog I/O
24 ISOP_1 VIF port channel 1 (Positive) Analog I/O
25 V5V_1 Internal 5 V supply channel 1 Regulator Out®
26 VB_1 Supply input battery compatible channel 1 Supply
27 WKP_1 Wake up pin channel 1 Analog I/O
28 AGND_1 Analog ground channel 1 GND
29 SCLK_0 SPI serial clock channel 0 Digital In
30 SDO 0 SPI serial data output channel 0 Digital Out
31 SDI_0 SPI serial data input channel 0 Digital In
32 NCS_0 SPI chip select channel 0 Digital In

1. To be tied to GND
2. To be connected to an external filtering capacitor only.

Table 2. L9965TSE pin function

VIO_ 0 Digital output buffer supply channel 0 Supply
2 BNE_O Buffer not empty flag channel 0 Digital I/0
3 FLT O Fault interrupt out channel 0 Digital I/0
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4 TEST_AUX_0 Test mode AUX 0 Reserved!")(")
5 TEST 0 Test mode 0 Reserved'")
6 DGND_0 Digital ground channel 0 GND

7 ISOM_0 VIF port channel 0 (Negative) Analog I/0
8 ISOP_0 VIF port channel O (Positive) Analog 1/0
9 V5V_0 Internal 5 V supply channel 0 Regulator Out®()
10 VB_0 Supply input battery compatible channel 0 Supply
11 WKP_0 Wake up pin channel 0 Analog I/0
12 AGND_0 Analog ground channel 0 GND

13 NC Not connected -

14 NC Not connected -

15 NC Not connected -

16 NC Not connected -

17 NC Not connected -

18 NC Not connected -

19 NC Not connected -

20 NC Not connected -

21 NC Not connected -

22 NC Not connected -

23 NC Not connected -

24 NC Not connected -

25 NC Not connected -

26 NC Not connected -

27 NC Not connected -

28 NC Not connected -

29 SCLK_0 SPI serial clock channel 0 Digital In
30 SDO_0 SPI serial data output channel 0 Digital Out
31 SDI_0 SPI serial data input channel 0 Digital In
32 NCS_0 SPI chip select channel 0 Digital In

1. To be tied to GND
2. To be connected to an external filtering capacitor only
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3 Device ratings

3.1 Electrical ratings

The following section describes the different operational ranges.

For each device pin:

. Operating Range (OR): within this range functions operate as specified and without parameter deviations.
All the device’s electrical parameters are tested and guaranteed in this range and are valid over the whole
junction temperature operating range, unless otherwise specified.

. Absolute Maximum Rating range (AMR): within this range functions may not operate properly. However,
the IC will not be damaged. Exposure to AMR conditions for extended periods may affect device reliability.
Exceeding any AMR may cause permanent damage to the integrated circuit.

Note: Currents are noted with a positive sign when flowing into a pin.

Note: Integrated protections and diagnostics are designed to prevent device destruction under the fault conditions
described in the specification. Fault conditions are considered to be out of normal operating range. Protection
functions are not designed for continuous repetitive operation.

All device electrical parameters in this document are tested and guaranteed in the operating conditions specified
in Table 3 below, unless otherwise noted.
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Table 3. Absolute maximum ratings

Description s ol
P cond typ

Power supplies

Vvg VB_x voltage range | vs. GND ' -0.3 6 24 40 v

Vvio VIO_x voltage range 3 3 5.5 7
Regulated supply to
be used only for

Vysy V5V: voltage range  vs. GND | -0.3 5 7 v internal use (needed
external capacitor)
C=1uF + 1pF

AGND Ground -0.3 -0.1 0.1 0.3 \Y

DGND Ground -0.3 -0.1 0.1 0.3 \

VIF
AMR account for the
maximum voltage that

ISOM_x ISOP_x can be withstood
©) = — R

Visox voltage range vs.GND | -9 0 Vvsv 18 v during hotplug, BCI,
and system level ESD
trials

Vnes: Vspl, | NCS, SDI, SCK

-0.3 0 5.5 7 \%
Vsck voltage range

Vspbo SDO voltage range -0.3 0 Vvio Vyio+0,3 VvV fed by VIO (Output)
Digital pins

active High, fed by

BNE BNE: voltage range -0.3 0 Vvio Wio+03 Vv VIO (Output)

) active High, fed by
FLT FLT Voltage Range 03 0 Wio W0 03 V- y 5 Gutput)
Others
WKP WKP Voltage Range -0.3 0 Ve Vyg+03 V PMOS open drain

1. This limit is intended to guarantee DPI EMC, BCI EMC, Hotplug, and ESD 4kV HBM on ISOx pins
3.2 ESD ratings

Table 4. ESD protection

+2 kV

HBM(") All pins

HBM(1)(2) ISOPx , ISOMx , VB_x +4 kV
CDM®) All pins +500

CDM®) Corner pins +750

Latch-up () All pins +100 mA

1. HBM (human body model) test according to AEC-Q100-002

2. Each pin is tested versus GND. GND pins connected together
3. CDM (Charged device model) test according to AEC-Q100-011
4. Latch-up test according to AEC-Q100-004 Class-2, Level-A
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3.3 Thermal ratings

All device electrical parameters are tested and guaranteed in the temperature operating conditions reported in
Table 5 below, unless otherwise noted.

Table 5. Temperature ranges and thermal data

T amb Operating temperature (ECU environment) 125

T Operating junction temperature -40 150 °C
T stg Storage temperature -65 150 °C
RThj-a Thermal resistance junction-to-ambient(") () 54 °C/W

1. For each die
2. Evaluated according to Jedec JESD51-2, -5, -7 guideline with a 2s2p thermally enhanced PC
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4 Current consumption

L9965TE/L9965TSE are supplied by VBx pins, which are used to generate all the regulated supplies of related
transceiver die.

When used in BEV/PHEYV systems, the IC is usually placed in the LV battery junction box, where it is usually
supplied by the 12 V battery supply.

Current consumption is reported in different operating modes. Refer to Section 5.1 for functional state definitions.

Table 6. Current consumption for each die

-

DEEPSLEEP

lyg(DEEPSLEEP) Supply current 10 pA | VB
-40°C < Tamb < +85°C
DEEPSLEEP

lyg(DEEPSLEEP) Supply current 10 15  pA VB
+85°C < Tamb <+125°C

Consumption from VB pin ' ov) 10 cOUNT mode -40°C < Tamb <

lyg(CYCLIC) when the wake up timer is +85°C 30 37 pA VB

active

CYCLIC_COUNT mode +85°C < Tamb

lyg(CYCLIC) <+125°C 40 45 ppA VB
lyg(NORMAL) Supply current NORMAL no current on WKP pin 16 2 mA VB
lvio(DEEPSLEEP, DEEPSLEEP

VIO supply current 1 A | VIO
CYCLIC_COUNT) PRy CYCLIC_COUNT "
lyio(NORMAL) VIO supply current NORMAL state, BNE and FLT pins idle 490 600 pA VIO
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5 Functional description

5.1 Device functional states
The following figure shows all possible L9965TE/L9965TSE states.

Figure 5. L9965TE/L9965TSE functional state mode (FSM)
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Table 7. Device functional states

rom resources

Device OFF Any state | When the VB voltage falls below the POR threshold None

. GO2SLP command received AND no
CYCLIC_WAKEUP timer enabled

Ultralow power A NORMAL (GEN_CFG5.WAKEUP_CYCLIC_ENB=0)

state for . OSC STUCK detected Wake up via VIF
DEEPSLEEP _man?g_ing long . V5V_OT detected Wake up via SPI

inactivity . target

periods CYCLIC_ OSC STUCK detected 9

WAKEUP - V5V_OT detected
OFF VB > POR threshold + hysteresis

CYCLIC_ | CYCLIC_WAKEUP routine finished without internal fault | Wake up via VIF
WAKEUP | detected .
Wake up via SPI
Performs count

to cyclically target
CYCLIC_COUNT wake up the GO2SLP command validated AND CYCLIC_WAKEUP | GCyclic wake up
system NORMAL | timer enabled timer as
(GEN_CFG5.WAKEUP_CYCLIC_ENB=1) configured during

NORMAL mode
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“
from resources

To perform

cyclic Wake up via VIF
CYCLIC_WAKEUpP  diagnostics CYCLIC_ | oyCLIC_ WAKEUP timer expired (in sender mode) Cyclic wake up
during low- COUNT diagnostic
power routine
operation
DEEP . FAULT/WAKEUP tone received from VIF
. CYCLIC_WAKEUP tone received from VIF
SLEEP . WAKEUP command received from SPI
. FAULT/WAKEUP tone received from VIF
NORMAL Full operation CYCLIC_ - WAKEUP command received from SPI All resources are
COUNT . CYCLIC_WAKEUP timeout expired (in listener fully operative
mode)
cyeLic. Internal fault detected during diagnostic routine

FAULT/WAKEUP tone received from VIF

WAKEUP WAKEUP command received from SPI

For the special frames VIF FAULT/WAKEUP tone, VIF CYCLIC_WAKEUP tone and SPI WAKEUP sequence,
refer to Section 5.8.3.

5.1.1 NORMAL State diagnostics

In this state several diagnostic functions are available:

1. NVM data integrity check

Periodic check of registers data integrity, if configured by GENERAL_REG.CYC_CRC_DIS
Oscillator fail

Oscillator stuck: if detected, logic block is immediately put under reset and the device moves to DEEPSLEEP
state (immediate reaction)

Oscillators monitor BIST
VB undervoltage
V3V3 overvoltage
V5V overvoltage
9. V5V undervoltage
10. V5V overcurrent
11. GND loss if configured by the GEN_CFG4.EN_GND_LOSS bit
12. Analog comparators BIST if configured by the GEN_CFG5.BIST_ANA_ENB = 1
a. VB undervoltage comparator analog BIST
b. V3V3 overvoltage comparator analog BIST
c. V5V undervoltage comparator analog BIST
d. V5V overvoltage comparator analog BIST
13. WKP, FLT and BNE pins diagnostics
14. Thermal-shutdown monitoring
15. VIF communication monitoring
16. SPI communication monitoring.

All the fault and events detected by L9965TE/L9965TSE are latched in a corresponding status bits and can be
read by the BMS MCU through SPI communication.

The most relevant faults and events are reported, according to fault detection mask registers, in the internal GSW
(Global Status Word). The OR combination of all the bits in the GSW is signaled by the FAULT bit of the SPI
MISO frame shown in Table 27 and notified by the FLT pin (HIGH if at least one of the bits in the GSW is set) to
trigger an MCU interrupt.

Assert condition and behavior of each fault are described in detail in the related section.

Eal

®© N o o
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5.1.1.1 Wake up sources

The L9965TE/L9965TSE responds to three wake up sources:
. Wake up via VIF

- The IC is daisy-chained on the VIF bus along with other companion chips, and can be woken up by
VIF special frames (CYCLIC WAKEUP or FAULT/WAKEUP frames) sent from another device (see
Section 5.8.3)

. Wake up via SPI
- The IC can be woken up by any dummy frame received on the SPI
. Self-Wakeup

- A wake up trigger is internally generated when the device is in CYCLIC_WAKEUP mode (see
Section 5.1.2).

The device can reach NORMAL state from low-power states by the wake up via SPI and via VIF sources,
described below.

Whenever a wake up source is validated, the wake up sequence is initiated and shall successfully end within
Twakeup_TiMeouT- Otherwise, the IC returns to DEEPSLEEP state

51111 Wakeup via VIF

When in DEEPSLEEP, CYCLIC_WAKEUP or CYCLIC_COUNT the IC is sensitive to wakeup signals incoming on
VIF port (see Section 5.8.3).

Figure 6 shows a typical application scenario where some L9965x in the chain has self-detected a fault and
wakes up the daisy-chain sending the FAULT/WAKEUP tone on both VIF ports.

The wakeup by fault of a VIF daisy chain device is an asynchronous event with respect to the CYCLIC_WAKEUP
thread managed in background by the L9965TE. Fault notification mechanism guarantees that the FAULT/
WAKEUP tone is correctly propagated at least in one direction, even in case of conflict with the
CYCLIC_WAKEUP tone.

Depending on the position of the sending L9965x in the daisy chain, the wakeup interrupt reaches the MCU in
approximately less than:

Y2*Nvir_stack™ TviF_wakeup_TIME < t < Nvir_ stack*TvIF. WAKEUP_TIME-

In a ring topology, a FLT pin interrupt is generated from both channels of L9965TE within

Nvir_stack* TviF_wakeup_TIME timeout.

When the MCU is woken up by one channel of L9965TE, it is supposed to wait also for the other channel to
generate the FLT pin interrupt to confirm the daisy-chain wakeup. If such event does not occur within the
NviF_sTtack TviF_wakeup_Tive timeout, the MCU shall run the VIF chain wakeup by MCU procedure.
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Figure 6. Wakeup by fault of a daisy chain device
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51.1.1.2 Wake-up via SPI

L9965TE/L9965TSE can be woken up in DEEPSLEEP, CYCLIC_COUNT and CYCLIC_WAKEUP state by any
valid SPI frame issued by MCU on the SPI target. A wake up condition is acknowledged when the following
pattern is received:

1. A NCS high to low transition
2. 40 SCK pulses
3. A NCS low to high transition

The Tsp|_wakeup_TIMEOUT is started upon every NCS assertion, and the wake up pattern shall end before timeout
expiration, otherwise it is discarded.

Figure 7. Wake up condition by SPI follower

NCS VALID DISCARDED
1
I
t=0 Tspi_wakeup_TIMEOUT
scK % 40

Wake up frames are not decoded: their content may be arbitrary. However, it is strongly recommended to send
READ commands to avoid inadvertent write operations in case the device is already awake.
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5.1.1.2 NORMAL State diagnostics

In this state several diagnostic functions are available:

1. NVM data integrity check

Periodic check of registers data integrity, if configured by GENERAL_REG.CYC_CRC_DIS
Oscillator fail

Oscillator stuck: if detected, logic block is immediately put under reset and the device moves to DEEPSLEEP
state (immediate reaction)

Oscillators monitor BIST
VB undervoltage
V3V3 overvoltage
V5V overvoltage
9. V5V undervoltage
10. V5V overcurrent
11. GND loss if configured by the GEN_CFG4.EN_GND_LOSS bit
12. Analog comparators BIST if configured by the GEN_CFG5.BIST_ANA_ENB =1
a. VB undervoltage comparator analog BIST
b. V3V3 overvoltage comparator analog BIST
c. V5V undervoltage comparator analog BIST
d. V5V overvoltage comparator analog BIST
13. WKP, FLT and BNE pins diagnostics
14. Thermal-shutdown monitoring
15. VIF communication monitoring
16. SPI communication monitoring.

All the fault and events detected by L9965TE/L9965TSE are latched in a corresponding status bits and can be
read by the BMS MCU through SPI communication.

The most relevant faults and events are reported, according to fault detection mask registers, in the internal GSW
(Global Status Word). The OR combination of all the bits in the GSW is signaled by the FAULT bit of the SPI
MISO frame shown in Table 27 and notified by the FLT pin (HIGH if at least one of the bits in the GSW is set) to
trigger an MCU interrupt.

Assert condition and behavior of each fault are described in detail in the related section.

pownN

© N oo

5.1.2 CYCLIC_WAKEUP State

When all the BMS system is in low power mode, the L9965TE/L9965TSE can be configured to automatically
trigger chain monitoring, according to the system topology (single access or ring), alternating CYCLIC_COUNT
and CYCLIC_WAKEUP states.

5.1.2.1 CYCLIC_WAKEUP State operation

To configure CYCLIC_WAKEUP state the following procedure must be followed.
Procedure 1: Set up of CYCLIC_WAKEUP state
1. Program the proper TcycLic_ wakeup in GEN_CFG5.WAKEUP_CYCLIC_TIMEOUT_SENDER_SEL register

2. Enable the CYCLIC_WAKEUP by setting the GEN_CFG5.WAKEUP_CYCLIC_ENB bit in the GEN_CFG5
register
3. Send a global broadcast GO2SLP command (Section 5.8.3.3) to move all the ICs in low-power mode

4. L9965T moves to CYCLIC_COUNT state. During the CYCLIC_COUNT state, the
GEN_STATUS2.WAKEUP_CYCLIC_TRX_COUNTER register value stores the remaining time of the current
cyclic phase. If the transceiver is sender, it is the remaining time to complete the TcycLic wakeup time,

otherwise if it is listener it is the remaining time to TcycLic_wakeup_TiMeouT- The LSB of this register is
4.096e-3 seconds.

Step 1, 2 and 3 of the above procedure must be applied on both channels of the L9965TE/L9965TSE if
configured in ring topology.

The system operates as shown in Figure 8 according to the daisy-chain topology.
Ring topology:
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. Dual transceiver scenario: the two L9965TE channels should be configured by the MCU in sender
(setting GEN_CFG5.WAKEUP_CYCLIC_SENDER bit) and listener (setting CFG5.WAKEUP_CYCLIC_
LISTENER bit) modes.

. Single transceiver scenario: If the devices are connected in a single access daisy chain, the last
L9965AE device in the chain can be configured to propagate backward the CYCLIC_WAKEUP tone. In this
case the single transceiver channel should be configured by the MCU in sender (setting
GEN_CFG5.WAKEUP_CYCLIC_SENDER bit).

. As the sender, the transceiver has the VIF Rx and VIF TX both enabled. After TcycLic wakeup the sender
moves from CYCLIC_COUNT to CYCLIC_WAKEUP state, performs the internal diagnosis (see
Section 5.1.2.2) and, if no faults are present, it sends a CYCLIC_WAKEUP tone on the VIF to wake up one
by one the devices on the daisy chain, then changes his role to listener, set the timer threshold at
TCYCLIC_WAKEUP_TIMEOUT: and moves again to CYCL|C_COUNT state.

. The listener (can be either the transceiver channel on the opposite end of the ring, or the single transceiver
switched from sender in the previous step) has the VIF Rx enabled and VIF TX disabled. If the
CYCLIC_WAKEUP tone arrives within TcycrLic_wakeup_TiMEOUT: the “no fault” condition is acknowledged,
the listener changes his role to sender, the timer is reset to count until TcycLic_wakeup and the cycle starts
again in the opposite direction

. If the CYCLIC_WAKEUP tone is not received within TcycLic wakeup_TiIMEouT When the transceiver is
listener, it moves to NORMAL state and asserts the WKP and FLT pins (to wake up the MCU) and set
GEN_STATUS2.WAKEUP_CYCLIC_TRX_TIMEOUT bit.

. If during the internal diagnosis phase a fault is asserted, the device moves to the NORMAL state.
According to fault detection mask registers GEN_CFG2 and GEN_CFG3, fault detection is notified by the
FLT pin (asserted HIGH) and reported on the FAULT bit of the SPI MISO frame shown in Table 27.
Depending on its configuration (see Section 5.9.3) also WKP pin may be asserted HIGH in case of faults.
In this case no CYCLIC_WAKEUP tone is generated.

Single access: L9965TSE channel moves to CYCLIC_WAKEUP state, performs the diagnostics in
Section 5.1.2.2 and generates a CYCLIC_WAKEUP tone every TcycLic_wakeup period. The transceiver is

sensitive to fault wake up from VIF and wake up by MCU.

DS15262 - Rev 1 page 17/63



<71 L9965TE, L9965TSE
> /4

Functional description

Figure 8. CYCLIC_WAKEUP operation
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The CYCLIC_WAKEUP state can be divided in three phases:
1. Transition phase from CYCLIC_COUNT to CYCLIC_WAKEUP state.
2. Diagnostic phase

3. CYCLIC_WAKEUP tone generation (see Section 5.8.3.7). CYCLIC_WAKEUP tone is generated only if there
are not faults recorded during the diagnostic phase.

During CYCLIC_WAKEUP state every VIF data frame is not recognized by the device, and only FAULT/WAKEUP

tones (see Section 5.8.3.8) and SPI wake up commands (see Section 5.8.3.2) are accepted.

Device reaction to incoming wake-up tones from VIF or from SPI target are the following:

. During the transition phase from CYCLIC_COUNT to CYCLIC_WAKEUP state: IC moves to NORMAL and

sets FLT and WKP outputs (depending on the setting of WKP pin, see Section 5.9.3). The device never
completes the CYCLIC_WAKEUP phase.

. During the diagnostic phase: IC moves to NORMAL state (it becomes again sensitive to VIF
communication) and sets FLT and WKP outputs (depending on the setting of WKP pin, see Section 5.9.3);
diagnostic routine continues until completion.

. During CYCLIC_WAKEUP tone generation device moves to NORMAL state.

Only when the device is in sleep, if the device receives a cyclic wake up tone it can react in different modes
according to the configuration of WAKEUP_CYCLIC_RX_SLEEP bits.
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Table 8. Device reactions to cyclic wake up tone in sleep

0 00/10 Device goes in NORMAL

The device goes in CYCLIC WAKEUP and performs diagnostic
checks without generating the cyclic wake up tone. If no faults

0 01 are detected it come back in SLEEP, otherwise goes in
NORMAL and asserts FAULT pin.
The device goes in CYCLIC WAKEUP and performs diagnostic
0 1 checks, it generates the cyclic wake up tone. If no faults are

detected it come back in SLEEP, otherwise goes in NORMAL
and asserts FAULT pin.

WAKEUP_CYCLIC_RX_SLEEP bits values are stored in NVM and covered by cyclic CRC check.

5.1.2.2 CYCLIC_WAKEUP State diagnostics

During the CYCLIC_WAKEUP state the following diagnostics are automatically performed:
1. NVM trimming data CRC

2. NVM configuration data CRC

3. Oscillator fail

4. Oscillator stuck: if detected, logic block is immediately put under reset and the device moves to DEEPSLEEP
state (immediate reaction)

5. Oscillators monitor BIST

6. V3V3 overvoltage

7. V5V overvoltage

8. V5V undervoltage

9. V5V overcurrent

10. GND loss (In CYCLIC_WAKEUP this diagnosis is executed automatically independently by the value of

GND_LOSS_ENABLE bit)

11. Analog BIST:
a. V3V3 overvoltage comparator analog BIST
b. V5V overvoltage comparator analog BIST
c. V5V undervoltage comparator analog BIST
d. GND loss comparator BIST

12. Thermal-shutdown monitoring.

If at least one of the above faults is verified, the device moves to NORMAL state and the fault detection is latched
in the corresponding bit of the status registers GEN_STATUS1 and GEN_STATUSS3. Faults that may happen
within VIF tone generation time will not cause a transition to NORMAL state.

According to fault detection mask registers GEN_CFG2 and GEN_CFG3, fault detection is notified by the FLT pin
(asserted HIGH) and reported on the FAULT bit of the SPI MISO frame shown in Table 27. Depending on its
configuration (see Section 5.9.3), the WKP pin may also be asserted HIGH in case of faults. In this case, no
CYCLIC_WAKEUP tone is generated.

Assert condition and behavior of each fault are described in detail in the related section.

In addition to the above faults monitoring, a timeout counter (Tcw_diag_timeout) IS running in background during the
diagnostic phase to monitor its duration.
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Table 9. CYCLIC_WAKEUP timeout diagnostic

Fault type Assertion condition IC reaction to assertion Release Maskable
condition

. Diagnostic routine is interrupted
Diagnostic time in . Device moves to NORMAL
CYCLIC_WAKEUP ' cYCLIC WAKEUP _ Clear on
duration imeout — GEN_CFQS.WAKEUP_QYCLIC_END =1 read Nonmaskable
t> Tcew_diag_timeout . The FLT pin, the WKP pin and the SPI FAULT
are asserted
Tone not received in . Device moves to NORMAL
T GEN_CFG5.WAKEUP_CYCLIC_TRX_TIMEOUT Clear on
CYCLIC_WAKEUP Wﬁ;?{ﬁé";’gfs‘i—;'e“’r'fg“T =1 oo Nonmaskable
i . The FLT pin, the WKP pin and the SPI FAULT
istener
are asserted
5.1.3 Electrical parameters

Table 10. FSM and Wakeup electrical parameters

st condions———in | T | e U

Time needed to perform

THRST POWERUP first power-up sequence

- (to reach DEEP_SLEEP
state)

Time from wakeup
Twakeup detection to ISOL-ISOP 3 | ms
ready to transmit

T Duration of wakeup from
VIF_WAKEUP_TIME VIF detection 2 ms

Duration of wakeun from From the NCS low to high transition to
TSPI_WAKEUP_TIME SPI detection P the IC in NORMAL state and ready to 2 ms
communicate

From the assertion of a fault in
TSELF_WAKEUP Self-wakeup latency CYCLIC_WAKEUP to the complete 2 ms
transition in NORMAL

Timeout for receipt of

0.4 2 ms
wakeup frame

TSPI_WAKEUP_TIMEOUT

Tcw _diag_timeout Diagnostics timeout 55 75  ms

Timeout for completing

17 20 33 ms
the wakeup sequence

TWAKEUP_TIMEOUT

GEN_CFG5.WAKEUP_CYCLIC_

TeycLic_ WAKEUP_000 0.96  1.06 1.15
- - TIMEOUT_SENDER_SEL=000

GEN_CFG5.WAKEUP_CYCLIC_

TeyeLic_ WAKEUP_001 1.90 210  2.30
- - TIMEOUT_SENDER_SEL=001

GEN_CFG5.WAKEUP_CYCLIC_

TeycLic_ WAKEUP_010 ) 90  3.20  3.50
Transceiver TIMEOUT_SENDER_SEL=010

CYCLIC_WAKEUP tone s
generation period GEN_CFG5.WAKEUP_CYCLIC_ 3.80 | 4.20 | 4.60

TIMEOUT_SENDER_SEL=011

GEN_CFG5.WAKEUP_CYCLIC_

TeycLic_ WAKEUP_100 4.802 5.30 | 5.80
- - TIMEOUT_SENDER_SEL=100

GEN_CFG5.WAKEUP_CYCLIC_

TcycLic_ WAKEUP_101 580 6.35 6.90
- B TIMEOUT_SENDER_SEL=101

TeycLic_ WAKEUP 011
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Tescondions ———in | T | e U

GEN_CFG5.WAKEUP_CYCLIC_

TeycLic_WAKEUP_110 6.70 7.45 8.20

Transceiver TIMEOUT_SENDER_SEL=110
CYCLIC_WAKEUP tone s
generation period GEN_CFG5.WAKEUP_CYCLIC_

TcycLIc_ WAKEUP_111 7.70 8.45 9.20

TIMEOUT_SENDER_SEL=111

GEN_CFG5.WAKEUP_CYCLIC_

TcycLIc_WAKEUP_TIMEOUT 000 2.70 3.00 3.30
TIMEOUT_LISTENER_SEL=000

GEN_CFG5.WAKEUP_CYCLIC_

TcycLIc_WAKEUP_TIMEOUT_001 437 486  5.34
TIMEOUT_LISTENER_SEL=001

GEN_CFG5.WAKEUP_CYCLIC_

TcycLIc_WAKEUP_TIMEOUT 010 6.04 6.71  7.39
TIMEOUT_LISTENER_SEL=010

GEN_CFG5.WAKEUP_CYCLIC_

TcycLic_ WAKEUP_TIMEOUT 011 T . 7.71 857 943
ransceiver TIMEOUT_LISTENER_SEL=011
CYCLIC_WAKEUP s
timeout GEN_CFG5.WAKEUP_CYCLIC_

TcycLic_ WAKEUP_TIMEOUT_100 9.39 10.43 11.47

TIMEOUT_LISTENER_SEL=100

GEN_CFG5.WAKEUP_CYCLIC_

TeycLIC_WAKEUP_TIMEOUT_101 11.06 12.29 13.51
TIMEOUT_LISTENER_SEL=101

GEN_CFG5.WAKEUP_CYCLIC_

TeycLIc_WAKEUP_TIMEOUT_110 12.73 14.14 15.56
TIMEOUT_LISTENER_SEL=110

GEN_CFG5.WAKEUP_CYCLIC_
TeycLIc_WAKEUP_TIMEOUT 111 14.40 16.00 17.60
TIMEOUT_LISTENER_SEL=111

From the assertion of a fault in
TsELF_WAKEUP Self-wakeup latency CYCLIC_WAKEUP to the complete 2 ms
transition in NORMAL

Timeout for receipt of

0.4 2 ms
wakeup frame

TSPI_WAKEUP_TIMEOUT

5.2 Power supply section
The VB pin is the main supply:
. It feeds the 5V LDO (V5V)
. It feeds the 3V3 Internal LDO (V3V3)
. It is directly connected to WKP pin
5.21 Vg battery supply

5.2.1.1 Diagnostic functions

Table 11. Power supply diagnostics

Fault Sssertion IC reaction to assertion Release condition Maskable
type condition

. VB_UV status bit non

. VB_UV =1 in GEN_STATUS1 Clear on read if maskable
VB UV Vyg < . The FLT pin and the SPI FAULT Vor > V. + | FLT pin and SPI FAULT
VVB_UV_TH are asserted in NORMAL if VB~ YVB_UV_TH maskable by bit
MSK_VB_UV=0 in GEN_CFG3 VvB_UV _HYs MSK_VB_UV in
GEN_CFG3
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5.2.1.2 Electrical parameters

Table 12. Power supply electrical parameters

oL L L L

VvB_uv_TH VB undervoltage threshold Tested in production 4.75 5.25

VvB_UV_HYS VB undervoltage hysteresis Tested in production 85 185 mV

TvB_uv_FIL VB undervoltage filter time Tested by SCAN 20 us
5.2.2 VIO output buffer supply

This supply must be powered externally by a regulated 3.3 V or 5 V voltage (could be from MCU PMIC).
It powers SDO, FLT, and BNE interface pins.

5.2.3 V3V3 internal LDO

This is the internal 3.3V LDO:

. Itis fed by the VB main supply

. It is used for supplying internal circuitry

When in undervoltage, it determines the POR_MAIN assertion.

The bit GEN_CFG5.POR_SLEEP_ASSERTED indicates that a transition to OFF state has occurred or that an
oscillator stuck condition has been previously detected. At the first power-up, this bit is normally asserted.

5.2.3.1 Diagnostics functions

Table 13. Power supply diagnostics

Fault LRI IC reaction to assertion Release condition Maskable
type condition

V3V3_INT_OV=1in Clear on read if . V3V3_INT_OQV status bit
Vays > GEN_STATUS1 Vaum < V. non maskable
VaV3 \avagy mfort The FLT pin and the SPI FAULT | '3V3 ™~ Y3V3_OV_TH |, FLT pin and SPI FAULT
ov o - is asserted in NORMAL if +Vay3 oV HYS maskable by bit
V3V3_OV_FIL MSK_V3V3_INT_OV=0in T MSK_V3V3_INT_OV in
GEN_CFG3 for t>Tvava_ov_FiL GEN_CFG3
5.2.3.2 Electrical parameters

Table 14. Power supply electrical parameters

V3V3ov_TH Overvoltage threshold 345  3.71 397
V3V3ov_Hys Undervoltage hysteresis 10 60 mV
Tavs_ov_FiL QV filter time Tested by SCAN 17 23 us
5.24 5V LDO (V5V)
This is the 5V LDO:
. Itis fed by VB main supply
. It feeds the Isolated Vertical Interface (VIF)
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5.2.4.1 Diagnostic functions
The undervoltage, overvoltage (caused by external load on V5V pin) and overcurrent (short-to-GND scenario)
conditions are covered by dedicated diagnostics.
The V5V pin is protected by a thermal sensor and shut-down comparator. For this diagnostic, refer to Section 5.4.
All V5V monitoring features are available in NORMAL and CYCLIC_WAKEUP states.
Table 15. V5V LDO diagnostics
Fault Assertion IC reaction to assertion Release condition Maskable
type condition
V5V_UV=1in
GEN_STATUS1 Clear on read if V5V_UV status bit non

Vvsy < Vysy_uv_TH

The FLT pin and the SPI

maskable

V5V FAULT is asserted in Vysv > Vysy_uv_TH + FLT pin and SPI FAULT
gy fort> NORMAL if Vvsv_uv_HYs maskable by bit
Tvsv_Uv_ov_FIL ! . MSK_V5V_UV in
gSK_\éS\C/;_UV=O in for t>Tysv_uv_ov_FIL GEN CFG3
EN_CFG3 -
. V5V_OV=1in .
GEN STATUS1 Clear on read if . VSVEOt;/ status bit non
Vvsy > Vysy ov TH |, ELT pi maskable
V5V - ;REI'}T pin a”{f t;? SPI Vysy < Vysy_ov_TH - . FLT pinand SPI FAULT
oy fort> NORM/L\SLa'fsse edin Vvsv_ov_HYs maskable by bit
Tvsv_Uv_OV_FIL : . MSK_V5V_OV in
MSK_V5V_0OV=0 in for t>Tvsv_uv_ov_FIL GEN CFG3
GEN_CFG3 -
. V5V _OC=1in .
GEN STATUS3 Clear on read if . VSVEOb? status bit non
— maskable
vsv  lvsv>ltHoocvsv t ;RESTS";Z:;%??”SPI lvsv < Vysy_ov_TH - . FLT pin and SPI FAULT
OC  fort>triT oC vsv NORMAL if Vvsv_ov_Hys mesaskable b)(/) téit
- . MSK_ V5V in
MSK_V5V_0OC=0 in for >Tysv_uv_ov FIL GEN CFG3
GEN_CFG3 -
5.24.2 Electrical parameters

Table 16. V5V electrical parameters

Vysy Regulated voltage NORMAL, all operating lines and loads 2% 5 +2%

lvsv_Lim Current limitation NORMAL, Vysy = 0V tested in production -220 -80 mA

Application info. Electrical parameters

Cysv External LDO capacitance guaranteed from 1.6pF to 2.64pF. Stability 0.8 2 264 uF
down 0.8uF.
F 10% to 90% of G teed b
Tvsv_soFT_sTART ' Soft start timing rom 10% to 90% of Vysy, Guaranteed by 200 ps
- - design
Vvsv_uv_TH V5V undervoltage threshold Tested in production 4.25 475 V
Vvsv_uv_Hys | V5V undervoltage hysteresis Tested in production 50 150 mV
Vvsv_ov_TH V5V overvoltage threshold Tested in production 5.4 6 Vv
Vvsv_ov Hys | V5V overvoltage hysteresis Tested in production 50 150 mV
Tvsv_uv_ov_FiL | UV/OV filter time Tested by SCAN 17 23 s
V5V overcurrent monitor, threshold
ItH_oc_vsv current -185 -145 -85  mA
tFLT_oc_ VeV V5V overcurrent monitor, detection Digital filter 1720 23 s

filter time
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5.3 Analog BIST

The IC embeds an analog built-in self-test (BIST) to prevent latent failures affecting safety relevant comparators.

In CYCLIC_WAKEUP state the BIST procedure is executed automatically within the diagnostic routine and it
covers the following comparators:

. V3V3 OV

. V5V UV

. V5V OV

. GND LOSS

The BIST procedure can be started in NORMAL state by setting GEN_CFG5.BIST_ANA_ENB = 1 in and covers
the following comparators:

. VB UV

. V3V3 OV
. V5V UV
. V5V OV

The bit GEN_STATUS3.BIST_ANA_DONE-= 1 confirms the correct execution of the BIST procedure.

5.3.1 Diagnostic functions

Table 17. Analog BIST diagnostics

Fault Assertion condition IC reaction to assertion Release Maskable
type condition

. VB_UV or
. V3V3 OV or

. V5V UV or .
. V5V OV . BIST_ANA_FAIL = 1in
- GEN_STATUS3
Analog | comparator fail in NORMAL. | . The FLT pin and the SPI

. BIST_ANA_FAIL status bit
nonmaskable

Clearon - FLT pin and SPI FAULT

BIST .  v3v3oVor FAULT is asserted in read maskable by bit
failure . v5v UV or R‘AgEMBAIg ANA FAIL 201 MSK_BIST_ANA_FAIL in
- VBVOVor —oo | ANAFALL =01n _CFG3
e ores GEN_CFG3

. GND LOSS

comparator FAIL in
CYCLIC_WAKEUP

54 Thermal shutdown
The device embeds a thermal sensor and shut-down comparator to protect, in case of short to GND, the following
pins:
. V5V pin (see Section 5.2.4)
. WKP driver circuit (see Section 5.9.3).
Thermal shutdown feature is enabled only after V5V regulator has completed the power-up phase.

5.4.1 Diagnostic functions

When both thermal shutdown and V5V overcurrent are detected concurrently, V5V regulator is immediately
disabled and IC moves to DEEPSLEEP state; after a new successful power-up, the V5V_OT flag set is still
readable to the user, as this bit is only not cleared in DEEPSLEEP mode.

When thermal shutdown is detected concurrently to WKP_ERR detection (see Section 5.9), a fault is detected
and WKP driver is immediately disabled, it can be re-engaged if the fault condition is removed.
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Table 18. Thermal shutdown diagnostics

Assertion IC reaction to assertion Release condition | IC reaction Maskable

condition to status
bit clear

. TSD=1in .
GEN_STATUS3 Clear on read if . Ifr?ms;:tkl;sé Ibelt
Ts>TTH TSD V5V . The FLT pin and the T,<TTH TSD V5V~ . ‘
TSD - SPI FAULT is asserted TJ < Ss_ S EkLE{[lsg:kzI;Ie
for t> trLT TsD VsV in NORMAL if TH_HYS_TSD_V5V AT maskable
MSK_TSD=0 in for t>trL7 TSD_ VeV by bitMSK_
GEN_CFG3 _

. V5V OT=1in
GEN_STATUSH

V5V_OC=1and . i
V5V OT — \/_5V regulator is Clear on read after Nonmaskable
TSD = 1 disabled successful power-up
. Transition to DEEP
SLEEP state
. WKP driver |s.d|sabled . TSD status bit
. WKP_OT =11in
_ nonmaskable
GEN_STATUS1 )
WKP ERR = 1 . The FLT pin and the Clear onread if fault ' The driver  « FLT pin and SP!I
WKP_OT and TSD = 1 PIEA I?T' condition is is FAULT maskable
,S U 'S, asserted removed reengaged by bit
in NORMAL if ’
. MSK_WKP_OT in
MSK_WKP_OT =0 in GEN CFG3
GEN_CFG3 -
5.4.2 Electrical parameters

Table 19. Thermal shutdown and electrical parameters

s codions iy x| U

TTH_TSD_vsv V5V thermal shut-down, threshold equivalent temperature | Guaranteed by design 165 deg
TTH_HYS_TSD_vsv Guaranteed by design 10 deg
tFLT TSD_vsv V5V thermal shut-down, detection filter time Digital filter 17 | 20 23  ps
5.5 Ground loss monitor

To detect failures in grounding, the IC integrates a ground loss monitor. Such diagnostic is available on-demand in
NORMAL state to cover latent failures. Diagnostic execution is enabled programming
GEN_CGF_4.EN_GND_LOSS = 1.

5.5.1 Diagnostic functions

Table 20. Ground loss monitor diagnostics

Assertion condition IC reaction to assertion Release condition Maskable
type

GND_LOSS =1in
GEN_STATUS1 Clear on read if

. - kable
AGND, IAGND — DGNDJ > The FLT pin and the SPI non mas
DGND VGND_LOSS_TH FAULT are asserted in IAGND —DGND|< '+ FLT pin and SPI FAULT

LOSS NORMAL if VenD_Loss_TH for t maskable by bit
MSK_GND_LOSS =0in > TGND_LOSS_FIL ggﬁ_ggggmss in
register GEN_CFG3 -

GND_LOSS status bit

for t> Tenp_Loss_FIL
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5.5.2 Electrical parameters

Table 21. Ground loss monitor characteristics

VGND_Loss TH | Ground loss detection threshold Tested in production 100 1 200 300 mV | AGND, DGND
ToND_Loss_FIL | Ground loss detection filter time Tested by SCAN 300 us AGND, DGND
5.6 Oscillators

Each transceiver channel embeds two oscillators.
A low frequency oscillator operates at fosci_sLegp in the following states:

. In DEEPSLEEP state it is the time base for wake up source detection (SPI, VIF)
. In CYCLIC_COUNT it is used to feed the CYCLIC_WAKEUP timer
. In NORMAL it is used for clock monitoring functionality. A high frequency oscillator operates at fuain_ osc

and it is active in NORMAL and CYCLIC_WAKEUP states

5.6.1 Diagnostic functions

When in NORMAL or in CYCLIC_WAKEUP state, the two oscillators monitor each-other to ensure that the
frequency is in the allowed range. If the oscillator frequency is not in the correct operating range, the power up
and down transitions and related timing may be affected. Any frequency drift can be detected by the oscillator
monitor.

The oscillator monitor is covered, for latent fault detection, by BIST at each transition from low-power states to
NORMAL and CYCLIC_WAKEUP modes.

Table 22. Oscillator monitor diagnostics

Fault Assertion condition IC reaction to assertion Release Maskable
type condition

OSC_FAIL = 1in GEN_STATUS1 MSK_OSC_FAIL status bit
nonmaskable

[fosci_sLeep - . The FLT pin and the SPI FAULT .
S;E fvmain_osc /32| > is assertepd in NORMAL if Clegr on e FLT Iflri]olang SthI FAULT
fosc_MON_ERR MSK_OSC_FAIL =0 in rea e oSG EALL |
_MON_ Ut SK_OSC_FAIL in
- GEN_CFG3
. The device moves in a
DEEPSLEEP state
0osC  Tosc_stuck > . POR_SLEEP_ASSERTED =1 in
STUCK | TosclsTuck_TiMEOUT GEN_CFG5 ] Nonmaskable
. Device configurations are
restored to default values
During the transiionto | *  BIST_OSC_FAIL=1in +  BIST_OSC_FAIL status bit
osc  NORMAL and GEN_STATUS3 nonmaskable
MON | CYCLIC_WAKEUP, . The FLT pin and the SPI FAULT  Clear on . FLT pin and SPI FAULT
BIST - ) ) ) is asserted in NORMAL if read () maskable by bit
if oscillator monitor logic MSK_BIST_OSC_FAIL=0 in MSK_BIST_OSC_FAIL in
check fails GEN_CFG3 GEN_CFG3

1. This flag must be checked at least 12 ms after the power-up.

5.6.2 Electrical parameters

Table 23. V5V electrical parameters

fosci_sLeep Stand-by oscillator frequency Tested in production -8% 500 +8% kHz
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fmaIN_osc Oscillator frequency Tested in production 5% 16  +5% MHz
fosc_MON_ERR Oscillator delta frequency threshold Guaranteed by SCAN 25 36 %
Tosci_sTuck_TiMEOUT | Oscillator stuck detection timeout Guaranteed by SCAN 2 ms
5.7 Communication interfaces

The L9965TE/L9965TSE implements two communication interfaces allowing BMS microcontroller access to
internal registers and interaction with all the L9965x chained devices:

. SPI Target, described in Section 5.7.1: used by the controller MCU to access the L9965TE/L9965TSE
device.

. Isolated Vertical Interface (VIF), described in Section 5.7.2: used by L9965TE/L9965TSE device to
communicate with the L9965x devices connected in daisy chain on the VIF bus.

As shown in Figure 9 below, the SPI frame from MCU is temporarily stored in the VIF port TX FIFO (depth 1) to
be transmitted to the chained device, while the incoming frames from VIF are stored in the RX FIFO (depth 32),
where they can be read by the MCU. For the communication protocol details, see Section 5.8.

Figure 9. SPI - VIF interface management

—~| SPI RX BUFF I TX FIFO *E)OC

ENCODING _
—| SPI TX BUFF I LOGIC _|:|

SPI VIF

5.71 SPI target

The registers of both the L9965TE/L9965TSE and all the L9965 devices connected by VIF on the daisy chain can
be accessed by MCU when devices are in NORMAL state, performing read/write operations on the transceiver
through SPI.

SPI port is available for communication only in NORMAL functional state. In DEEPSLEEP, CYCLIC_COUNT and
CYCLIC_WAKEUP states only NCS and SCLK pins are active to recognize the wake-up sequence.

5.7.1.1 Physical layer

The SPI target peripheral pins and settings are described below.

Table 24. SPI pins description

DEEPSLEEP, CYCLIC_COUNT and
CYCLIC_WAKEUP (to recognize the wake-up

NCS | Chip select Digital In | weak pullup Rin_py sequence)
NORMAL
SDI | Serial data input | Digital In | weak pulldown Ryy_pp!" NORMAL

The output buffer is connected

to VIO NORMAL

SDO | Serial data output ' Digital Out
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DEEP_SLEEP, CYCLIC_COUNT and
CYCLIC_WAKEUP (to recognize the wake-up
sequence)

NORMAL

SCLK | Serial clock Digital In ' weak pulldown Riy_ppa

1. Weak pull-down resistors on SDI and SCLK pins and weak pull-up on NCS pin are always enabled to address open failures.

Table 25. SPI overview

Protocol Out of frame
Single frame length 40 bits
Frame protection 6-bit CRC
Max. frequency 10 MHz
CPOL 0
CPHA 1

5.7.1.2 SPI frame composition

The frame format to send read/write commands to L9965TE/L9965TSE is shown in the table below.
Table 26. Single Read/Write frame format

- o)
< B DEV_ID Address @ Data write CRC
a hd
©
[0
o 2 H
e DEV_ID Address feedback D Data read CRC
< 2 <
o E o
o
O

The fields of the MOSI/MISO frames are described in Table 27:

Table 27. SPI frame fields description

0 = Answer from device

P.A. 1 Data direction
1 = Command from MCU
0 = Read
R/W 1 Read/Write request
1 = Write
0 = normal frame
Compressed 1 Compressed data type

1 = decompressed data from a
compressed burst

Address of the device object of the
DEV_ID 6 communication. Also used for broadcast [0-63]
commands.
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Address

Address feedback

RSVD 1

FAULT 1

DATA WRITE 18
DATA READ 18
CRC 6

Register address for the Read/Write operation.

Also used for burst commands. [0-127]

Reserved 0
1= failure in diagnostic routines
Self-detected failure
0= no failures
Read: X

Write: [0 to 218-1]

Specifies the register content to be written in Write
operations. Do not care in read operations

Returns the register content in both Read/Write

) [0 to 218-1]
operations

Checksum [0-63]

The fault/events bits contributing to the SPI MISO frame FAULT bit and FLT interrupt pin are reported in the below
table. Each fault condition is described in detail in the related paragraph.

Table 28. Status bit outputs to SPI FAULT bit and FLT pin

Event SPI FLT
FAULT | Pin

FAULT-WAKEUP tone
received from VIF

CYCLIC WAKEUP tone
received from VIF, when
not in listener mode in
CYCLIC_WAKEUP state

CYCLIC_WAKEUP
Listener Tone Timeout

CYCLIC_WAKEUP
diagnosis phase timeout

VB pin undervoltage

V3V3 internal regulator
overvoltage

V5V regulator overvoltage

V5V regulator
undervoltage

V5V regulator overcurrent
Thermal shutdown

WKP pin overtemperature
Ground loss

NVM trimming data
integrity check fail at
download

NVM configuration data
integrity check fail at
download

NVM trimming data
integrity cyclic check fail

NVM configuration data
integrity cyclic check fail

DS15262 - Rev 1 page 29/63

GEN_STATUS2.
WAKEUP_FAULT_VIF

GEN_STATUS2.

X X
WAKEUP_CYCLIC_VIF
GEN_STATUS2. «
WAKEUP_CYCLIC_TRX_TIMEOUT
GEN_CFGS.

X X
WAKEUP_CYCLIC_END
GEN_STATUS1.VB_UV X X | GEN_CFG3.MSK_VB_UV
GEN_STATUS1.V3V3_INT_OV X X | GEN_CFG3.MSK_V3V3_INT_OV
GEN_STATUS1.V5V_OV X X | GEN_CFG3.MSK_V5V_OV
GEN_STATUS1.V5V_UV X X | GEN_CFG3.MSK_V5V_UV
GEN_STATUS3.V5V_OC X X | GEN_CFG3.MSK_V5V_OC
GEN_STATUS3.TSD X X | GEN_CFG3.MSK_TSD
GEN_STATUS1.WKP_OT X X | GEN_CFG3.MSK_WKP_OT
GEN_STATUS1.GND_LOSS X X | GEN_CFG3.MSK_GND_LOSS
GEN_STATUSS.

X X | GENERAL_REG.NVM_CRC_FAIL_MSK
TRIM_NVM_CRC_FAIL
GEN_STATUSS.

X X | GENERAL_REG.NVM_CRC_FAIL_MSK
CONF_NVM_CRC_FAIL
GEN_STATUSH.

X X | GENERAL_REG.CYC_CRC_DIS
TRIM_CYC_CRC_FAIL
GEN_STATUSH.

X X | GENERAL_REG.CYC_CRC_DIS

CONF_CYC_CRC_FAIL
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Event SPI FLT
FAULT | Pin

Analog BIST fail GEN_STATUS3.BIST_ANA_FAIL GEN_CFG3.MSK_BIST_ANA_FAIL

Lys

Oscillator fail GEN_STATUS1.0SC_FAIL X X | GEN_CFG3.MSK_OSC_FAIL
Oscillator monitor fail GEN_STATUSS. BIST_OSC_FAIL X X | GEN_CFG3.MSK_BIST_OSC_FAIL
WKP pin error GEN_STATUS1.WKP_ERR X X | GEN_CFG3.MSK_WKP_ERR
BNE pin error GEN_STATUS1.BNE_ERR X X | GEN_CFG3.MSK_BNE_ERR
VIF frame error GEN_STATUS1.ISO_ERR X X | GEN_CFG2.MSK_ISO_ERR
VIF Rx FIFO full GEN_STATUS1.FIFO_RX_FULL X X | GEN_CFG3.MSK_FIFO_RX_FULL
VIF TX FIFO full GEN_STATUS1.FIFO_TX_FULL X X | GEN_CFG3.MSK_FIFO_TX_FULL
FLT pin error GEN_STATUS1.FLT_ERR X GEN_CFG3.MSK_FLT_ERR
5.7.1.3 CRC
To guarantee information integrity, each SPI frame embeds a 6-bit CRC code.
Table 29. SPI Target CRC calculation information
Length 6 bit
Polynomial X6 +x5+x2+x+1
Seed 0x38
5.7.1.4 SPI error management

The SPI communication is covered by several checks, described in Table 30 below. In case the frame received by
L9965TE/L9965TSE on SPI is not correct, it is discarded, the corresponding error bit is asserted in the status
register COMM_ERR_SPI and at successive SPI access an SPI ERROR frame is issued with a specific bit set
according to the error (see Section 5.8.3.7).

Table 30. SPI Errors

Fault type S IC reaction to assertion REICEED Maskable
condition condition

Wrong VIF ID in Frame is discarded
SPI VIF_ID ERR previous received SPI_VIF_ID_ERR =1 in COMM_ERR_SPI Clear on read No
frame Next SPI MISO frame is the SPI ERROR frame
Wi CRCIi Frame is discarded
SPI COMM_CRC r(re?/?gus rect-;ri]ved SPI_COMM_CRC_ERR =1 in Clear on read No
ERR frame COMM_ERR_SPI
Next SPI MISO frame is the SPI ERROR frame
sPl Wrong address in Frame is discarded
previous received SPI_WRONG_ADDR =1 in COMM_ERR_SPI | Clear on read No
WRONG_ADDR )
- frame Next SPI MISO frame is the SPI ERROR frame
Short f Frame is discarded
SPI ( rgviorjlsmfreafnrreor SPL_ SHORT_FRAME = 1 in Clear on read No
SHORT_FRAME srr)worterthan 40 bit) COMM_ERR_SPI
Next SPI MISO frame is the SPI ERROR frame
Long frame error Frame is discarded
SPI LONG_FRAME | (previous frame SPI_LONG_FRAME =1in COMM_ERR_SPI | Clear on read No
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L9965TE, L9965TSE

Functional description

Lys

5.7.1.5

Electrical parameters

The SPI timings shown in the figure below are reported in Table 31.

Figure 10. SPI Target timing diagram

tno_para
SPI_CS
tecich ok n ot tow theicn
-+ -+
SPI_CLK -~ , , , L J . [
- T —
tok_Lean tolk_Lae

SPI_MOSI Don'tcare>< MSB >< >< >< >< “>< LSB ><Z)on'tcare

tyos_seTup twos Howo

SPI MISO  Hiz ._>..< wss X 2.< X >C X LSBH><Hi-Z

twso_ois

tuso_ace tuiso_vaLio

Table 31. SPI Target electrical parameters

Tesconon iy o Uit oW |

FoLk_spi CLK frequency (50% duty cycle) Application info 10 MHz NCS‘S?(‘,I‘DLIkSDO’
Toik L Time interval for CLK = LOW Application info 50 ns = NCS, SSCDLIkSDO’
Tek n Time interval for CLK = HIGH Application info 50 ns | NCS: sScDLIkSDO’

TMISO_VALID Errggaag:ttii:g g(e.‘,lf% (e:icgrcj;z pgsastegsger Guaranteed by design 30 | ns NCS, SSCDLIkSDO’
active)

Tcik_LEAD ggilfzzze: after NCS H/L edge @ first Application info 110 ns NCS'SSCDLIkSDQ
TmosI_SETUP 28: ?;:t\/s;:gp@tir::ngg?negp;(s:sL?(dean-:g) Application info 10 ns NCS’SSCI:DLIkSDO‘
TmosI_HOLD sglp)zg:tti:; géi[n}fég;neeéaglsi)ﬁdd:geznot Application info 10 ns NCS'SSCE)leSDO’

valid anymore”)
Teclch Li/rlrjzgg:sed after CLK -> CPOL @ NCS FCLK_SPI=10 MHz 75 ns NCS,SSCDLI',(SDO,

TCLK ag Br:t—‘;gg:sed after CLK > CPOL @ NCS ¢ ¢ spy=10MHz 100 ns | NCS: SDI. SDO.

Thach | CLK high after NCS high FCLK_SPI =10 MHz | 100 ns NS SDLSPO.

Tno_patA | NCS min high time FCLK_SPI=10 MHz 900 ns | NCS: s?cDLIkSDO’

tmiso_pis | NCS L/H to SDO @ high impedance 2&::;?;: 10 MHz 100 ns NCS,SSCDLII,(SDO,

twiso_acc | NCS HIL to SDO active FeLESPI= 10 Mz 100 ns NCS SDISDO.
h Cload=60pF SCLK
VIN_H Logic input high voltage Tested in production 2 \Y SCLK, SDI
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Tesconon iy ] Uit P |
NCS

SCLK, SDI
VIN HYS Input hysteresis Tested in production 0.1 0.5
B NCS
RIN_PD Isnglut pulldown resistor. Applies to SCK, 04 1 16 MQ SCLK SDI
RIN_Pu Input pullup resistor. Applies to NCS 04 1 1.6 | MQ NCS

5.7.2 Isolated Vertical Interface (VIF)

The IC integrates communication ports to interface up to Nyir_stack devices in a daisy chain by isolated cables
twisted pair (VIF).

The VIF supports capacitive to capacitive, transformer to transformer, transformer to capacity and vice versa
communication isolation in single access or dual ring daisy-chain for enhanced safety.

The VIF receiver port is always enabled, regardless of the device operating state, and the sensitivity to received
commands depends upon the device state as reported in Table 32 below.

Table 32. VIF receiver sensitivity

. FAULT/WAKEUP tone .
DEEP SLEEP/CYCLIC COUNT . CYCLIC_WAKEUP tone FSM transition

. FAULT/WAKEUP tone .
CYCLIC_WAKEUP . CYCLIC_WAKEUP tone FSM transition

NORMAL VIF frames Functional operations

For the FAULT/WAKEUP tone, see Section 5.8.3.8 and for the CYCLIC_WAKEUP tone, see Section 5.8.3.7.

The VIF transmitter is enabled according to the GENERAL_REG.ISO_TX_EN configuration bit and to the device
state, as listed in the following table:

Table 33. VIF transmitter (TX) interface enable conditions

Addressing procedure required (see
Any Disabled Section 5.8.1)

DEEPSLEEP
CYCLIC_COUNT

Disabled

When the device is in sender mode to send the

X CYCLIC_WAKEUP X Enabled CYCLIC_WAKEUP tone
#0 NORMAL 0 Disabled

Enabled (default at
#0 NORMAL 1 POR_MAIN)

In a VIF port, both positive and negative terminals are biased to a Vyjr_cm common-mode voltage, and the
information is encoded in the differential signal by a proprietary protocol with the following logic, where each bit

lasts TVIF_BIT:
. A negative to positive transition indicates a logic ‘0’
. A positive to negative transition indicates a logic ‘1’

A VIF frame is normally composed of 40 bits. If it is a compressed frame (Compressed = 1) it may be longer than
40 bits, in this case the device decompress it and fill the RX FIFO with the corresponding 40-bit decompressed
frames.
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Signals at the ISO port terminals are normally in the Viyir_cm = (V5V/2) range, as shown in Figure 11 below.

Figure 11. VIF waveform

T_WIFBIT

T.VF BT

ISOP (RED)

1SOM (BLUE) Vel

V_RX_DIFF_TH
ISOP-ISOM

V_RX_DIFF_TH

V_TX_DIFF_OUT

TX STATE

5.7.21

VIF errors and events management

The error and status bits related to VIF communication are reported in Table 34 below.
For the communication protocol, see Section 5.8.

VIF communication

VIF wrong CRC error
CRC | (previous frame
Error | received on VIF port
has wrong CRC)
VIF communication
VIF short frame error
Short | (frame received on
Frame | VIF port is shorter
than 40 bits)
VIF communication
long frame error
VIF S‘ﬁ;me receiyed on
port — with
Long . £
Frame exception o
compressed
frames!") — is longer
than 40 bits)
Overwriting of last
FIFO TX | TX frame with a
FULL | new frame to be

sent through VIF
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Table 34. VIF diagnostics

Fault Assertion IC reaction to assertion Release Maskable
type condition condition

Frame is discarded
ISO_COMM_CRC_ERR =1in
COMM_ERR_ISO

ISO_ERR =1 in GEN_STATUS1
The FLT pin and the SPI FAULT is
asserted in NORMAL if
MSK_ISO_ERR =0in
GEN_CFG2

Frame is discarded
ISO_SHORT_FRAME =1 in
COMM_ERR_ISO

ISO_ERR =1 in GEN_STATUS1
The FLT pin and the SPI FAULT is
asserted in NORMAL if
MSK_ISO_ERR =01in
GEN_CFG2

Frame is discarded
ISO_LONG_FRAME =1 in
COMM_ERR_ISO

ISO_ERR =1 in GEN_STATUS1
The FLT pin and the SPI FAULT is
asserted in NORMAL if
MSK_ISO_ERR =0in
GEN_CFG2

Ongoing transmission continues
FIFO_TX frame is overwritten
FIFO_TX_FULL =1in
GEN_STATUS1

The FLT pin and the SPI FAULT is
asserted in NORMAL if
MSK_FIFO_TX_FULL =0 in
GEN_CFG3

Clear on
read

Clear on
read

Clear on
read

Clear on
read

ISO_COMM_CRC_ERR status
bit non maskable

ISO _ERR status bit non
maskable

FLT pin and SPI FAULT
maskable by bit
MSK_ISO_ERRin
GEN_CFG2

ISO_SHORT_FRAME status
bit non maskable

ISO _ERR status bit non
maskable

FLT pin and SPI FAULT
maskable by bit
MSK_ISO_ERR in
GEN_CFG2

ISO_LONG_FRAME status bit
non maskable

ISO _ERR status bit non
maskable

FLT pin and SPI FAULT
maskable by bit
MSK_ISO_ERR in
GEN_CFG2

FIFO_TX_FULL status bit non
maskable

FLT pin and the SPI FAULT
maskable by bit
MSK_FIFO_TX_FULL in
GEN_CFG3
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Fault Assertion IC reaction to assertion Release Maskable
type condition condition

FIFO_RX_FULL =1 in FIFO_RX_FULL status bit non
Write request of GEN_STATUSH1 maskgble
FIFO RX . The FLT pin and the SPI FAULT is = Clearon FLT pin and the SPI FAULT
received VIF frame " . X
FULL to full FIFO RX asserted in NORMAL if read maskable by bit
MSK_FIFO_RX _FULL=0in MSK_FIFO_RX_F
GEN_CFG3 . ULL in GEN_CFG3
. FIFO_RX_EMPTY =1in
FIFO RX  Read request to GEN_STATUS1 Clearon - FIFO_RX_EMPTY status bit
EMPTY | empty FIFO RX . Next SPI MISO frame is RX FIFO read non maskable

EMPTY (see Section 5.8.4)

1. For burst read, see Section 5.8.2.2

5.7.2.2 Electrical parameters

Table 35. VIF electrical parameters

st contiors b | Ty e it | P

Application
Number of addressable devices ' information. There are ISOP_O,
N stacked in a single daisy-chain | 64 available 1 59  devices ISOM_0,
VIF_STACK (including transceiver and pack | addresses, 5 of which ISOP_1,
monitor devices) are reserved for ISOM_1
broadcast commands
Maximum length of twisted pair
cables between two VIF nodes, ISOP_0,
L using the recommended Application 10 m ISOM_0,
VIF_WIRE AWGVIF_WIRE size and information ISOP_1,
supporting operation in high ISOM_1
frequency
ISOP_O0,
ISO port positive/negative . . ISOM_0,
VviE_vem terminals common mode voltage Tested in production 0 |Vovi2 VeV v ISOP_1,
ISOM_1
Tested in production Ilggl\ljl—%
VTx_DIFF_oUT TX output differential pulse using recommended 0 VvV ISOP 1.
RreRm ISOM_1
ISOP_0,
Delay between NCS pin rising ISOM_0,
TVIF_sTaRT and start of VIF transmission Guaranteed by SCAN 13 Hs ISOP_1,
ISOM_1
ISOP_0,
i ISOM_0,
TviF BIT VIF Bit time Guaranteed by SCAN ' 230 | 250 | 270 ns ISOP 1
ISOM_1
VIF Insertion Delay. Latency ||§8|\|7|'%
TvIF_LATENCY introduced by the insertion of Guaranteed by SCAN | 115 125 | 135 ns ISOP 1 ’
one IC in the daisy chain ISOM__1
ISOP_0,
VRX_DIFF_TH_POS RX differential threshold positive = Tested in production 80 200 400 mV Iéco)'g_?’
ISOM_1
ISOP_0,
VRX_DIFF_TH_NEG  RX differential threshold Tested in production 400 200 -80 mv | |SOM.O.
negative ISOP_1,
ISOM_1
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T T

Maximum waiting time for an

WAIT_RX_BEGIN Tested in SCAN 53
answer from VIF
Maximum waiting time between
WAIT_RX_END two successive frames received  Tested in SCAN 6.6 8.4 us
on VIF
5.8 Communication protocol
5.8.1 Addressing procedure

At first power up the L9965TE/L9965TSE holds an address (VIF_ID_CFG.VIF_ID) equal to 0x0 and its VIF
transmitter is disabled. To communicate it is necessary to implement the addressing procedure below.

Procedure 2: L9965TE/L9965TSE addressing

1. Send a SPI frame with DEV_ID = 0 to disable the configuration integrity check by writing
GENERAL_REG.CYC_CRC_DIS = 1.
The command only reaches the first device in the chain not initialized and will not be propagated until this
device is addressed and has the VIF transmitter enabled.

2. Send SPI frames with DEV_ID = 0 to remove the configuration lock:
a. Write 0x55 in the SPECIAL_REG.SPECIAL_KEY register to enter in partial unlock
b. Write 0x33 in the SPECIAL_REG.SPECIAL_KEY register to confirm the unlock
3. Send a SPI frame with DEV_ID = 0 to program the desired VIF_ID value in the VIF_ID_CFG.VIF_ID register

4. Send a SPI frame with DEV_ID = VIF_ID_CFG.VIF_ID to enable VIF transmitter setting
GENERAL_REG.ISOH_TX_EN =1
The steps above can be repeated for all devices in the chain that in this way are initialized one by one.

5. To enable selective broadcast (see Section 5.8.2.3), send a SPI frames with DEV_ID = VIF_ID_CFG.VIF_ID
to write the GEN_CFG1.BROADCAST_SEL<x> registers with values matching those programmed in the IC in
the chain that will be addressed by broadcast communication.

6. Send SPI commands with DEV_ID = 0 to apply the configuration lock to all devices in the chain:
a. Write OxAA in the SPECIAL_REG.SPECIAL_KEY to apply the lock.

7. Send a SPI command with DEV_ID = 0 to enable the configuration integrity check by writing
GENERAL_REG.CYC_CRC_DIS = 0.

The device response to commands from the BMS MCU is summarized in the table below and explained in details
in following paragraphs.

Table 36. Device response according to VIF_ID

3;}’ ifg SPI MOSI DEV_ID READ CMD behavior WRITE CMD behavior

Discard cmd and load MISO with SPI ERROR Perform WRITE operation and

0 0 FRAME with WRONG_VIF_ID=1 load MISO with updated reg
Set COMM_ERR_SPI.SPI_VIF_ID_ERR content
Discard cmd and load MISO with SPI ERROR Discard cmd and load MISO
0 1=0 FRAME with WRONG_VIF_ID=1 with SPI ERROR FRAME with
Set COMM_ERR_SPI.SPI_VIF_ID_ERR WRONG_VIF_ID=1
Discard cmd and load MISO with SPI ERROR Perform WRITE operation and
1=0 0 (Broadcast) FRAME with WRONG_VIF_ID=1 load MISO with updated reg
Set COMM_ERR_SPI.SPI_VIF_ID_ERR content. Propagate cmd on VIF

Perform WRITE operation and

1=0 1=0 (matching VIF_ID) Perform READ operation and load MISO with reg | |oad MISO with reg content.
’ ' - content. No propagation on VIF
No propagation on VIF
1=0 1=0 (non matching) Propagate cmd on VIF transmitter and load MISO | Propagate cmd on VIF and load

with FIFO_RX content MISO with FIFO RX content
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\[;ﬁ;’ '|°De SPI MOSI DEV_ID READ CMD behavior WRITE CMD behavior

) Discard cmd and load MISO with SPI ERROR Perform WRITE operation and
1= =0 (matching FRAME with WRONG_VIF_ID=1 load MISO with updated reg

BROADCAST_SEL_<x>)
Set COMM_ERR_SPI.SPI_VIF_ID_ERR content. Propagate cmd on VIF

5.8.2 Communication with L9965TE/L9965TSE and L9965x devices

The BMS MCU can access the L9965TE/L9965TSE transceiver or any BMS device in the chain with proper SPI
frames.
The flow chart of the process is shown in Figure 12 and explained in detail in the paragraphs below.

Figure 12. Single read/write frame protocol

SRCS] —-l Frame Check

Frame discarted Next SPI MISO
incoming frame | Status bit set is ERROR frame

Read/Write command Next SPI MISO
execution is answer

FIFO_TX is overwritten
FIFO_TX_FULL is set
FLT pin is asserted

Frame stored in TX FIFO

| VIF not IDLE during transmission II

| TXFIFO empty

Frame transmltted
on VIF port

i

VIF BUSY for WAIT_RX_BEGIN
(configurable) to wait answer frame

VIF incoming
frame

Frame discarted
Status bit set
FLT pin asserted

Frame Check

Frame discarted
Status bit set
FLT pin asserted

FIFO_RX_ADD ++

. BNE asserted
Frame stored in RX FIFO E—» VIF BUSY forWAIT_RX_END
________________ (configurable) to wait answer frame

FIFO_RX_FULL is set
FLT pin is asserted

NCS asserted or RXFIFO N Next SPI MISO
READ FIFO command empty? / is answer
Y
B Next SPI MISO
FIFO_RX_EMPTY is set —" i RX FIFO EMPTY

LEGEND VIF I/O frame SPI /O frame Normal operation Event detection ‘ | Error condition
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5.8.2.1 Single read/write

When in NORMAL mode the device is available for SPI and VIF communication.

If the DEV_ID field in the SPI frame corresponds to the transceiver VIF_ID_CFG.VIF_ID register value, the frame
is checked (for CRC, length, register address) and, if correct, the internal register of LO965TE/L9965TSE, pointed
by the address field, is accessed with out-of-frame approach.

If the DEV_ID field in the SPI frame does not correspond to the transceiver VIF_ID programmed value, the SPI
frame is checked (for CRC, length) and if correct, the frame is put in the TX_FIFO (depth 1).

The frame in TX FIFO is sent when the VIF interface is in IDLE state (readable in GEN_STATUS3.ISO_IDLE =1),
which means it is not already busy in a previous transmission task. When the transmission starts the TX FIFO is
cleared.

During transmission the VIF peripheral remains busy for a time that depends on the GEN_CFG5.
ISO_RX_TIMEOUT_ENB configuration bit value; the bit default value is zero and, in this case, the VIF returns
IDLE when transmission is completed; if the bit is set, the VIF remains busy to wait for an answer for an additional
time equal to WAIT_RX_BEGIN; when this timeout expires the VIF returns in IDLE state and is ready for a new
transmission.

In case of concurrent access from both SPI and VIF, the arbitration mechanism waits until the VIF Rx port is in
IDLE mode, then present the data to the VIF TX port to be transmitted.

If a new SPI frame is received to be transmitted on the VIF when TX FIFO is not empty, ongoing transmission
continues without interruption, but the previous frame in the TX FIFO is overwritten and the
GEN_STATUS1.FIFO_TX_FULL bit is set.

When a frame is received from the VIF the CRC and length are checked and, if correct, the frame is stored in the
first empty location of the VIF Rx FIFO (depth 32) and the BNE pin is asserted. The VIF remains BUSY for a time
equal to WAIT_RX_END, then returns to IDLE state in case other frames must be received (i.e. burst frame). This
timeout is disabled by default and can be enabled by bit GEN_CFG4. ISO_RX_TIMEOUT_ENB.

A FIFO_RX counter register (GEN_STATUS3.FIFO_RX_ADD) is incremented for each frame received and
decremented for each frame read. An SPI flush command is also available (writing 0xDC in CMD_REG) to clear
the entire Rx FIFO.

When the microprocessor asserts the SPI NCS, L9965TE/L9965TSE starts sending out on SDO the VIF Rx FIFO
content with a FIFO approach. Each bit is sent synchronously with SCK provided by the microprocessor itself.
The timings of SDO with respect to SCK and NCS must follow the electrical characteristics listed in Table 31.
The first answer issued by the IC when, after a wake up condition, it moves to NORMAL from DEEP SLEEP,
CYCLIC COUNT or CYCLIC_WAKEUP state is the default frame 0x0000000010 (see Section 5.8.3.4).

To enable interrupt-based communication with the BMS MCU, the BNE pin remains set until the VIF Rx queue is
not empty (it contains at least an unread frame).

5.8.2.2 Burst read

To enable quick data retrieval from a specific chained L9965x AFEs, the IC implements a flexible burst read mode
available only on the VIF port. Burst packets can be requested performing a read access to L9965x specific
registers.
Two types of burst read can be requested:
. Standard burst

- L9965TE/L9965TSE receives on the VIF a flexible number of registers, depending on L9965AE setup

(refer to L9965AE datasheet). This strategy can be used to quickly retrieve diagnostic and
configuration data.

. Compressed burst

- L9965TE/L9965TSE receives on the VIF a compressed packet according to L9965AE setup (refer to
L9965AE datasheet). This strategy is recommended to achieve high data rate with negligible impact
on the power consumption. It enables very fast conversion and readout threads, while keeping low
power consumption due to the reduced VIF transmitter duty-cycle.

Broadcast burst reads are not supported.

L9965TE/L9965TSE features the decompressor for compressed burst frame, thus freeing MCU from
implementing complex routines to recover original cell/temperature/pack/busbar data.

As for all the received VIF frames, the packet CRC is checked and if correct, the information is formatted as in
Table 26 and stored in the VIF RX FIFO. The BNE pin is asserted.

When a compressed burst from L9965AE is decompressed in the L9965TE/L9965TSE RX FIFO, the FIFO
contains variable number of frames depending on the specific configuration of the addressed L9965AE.
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The SPI frame sent to MCU (see Table 26) contains:

. Bit 38: Compressed = 1

. The DEV_ID of the particular L9965AE addressed in the burst request
. The Address feedback field:

- 0x38 to 0x49 (VCELLx_MEAS) depending on the enabled cells in L9965AE. If a particular cell is not
enabled or it is configured as busbar (according to VCELL<x>_BB) the corresponding
VCELLx_MEAS register is not present in the FIFO

- 0x4A (BB_MEAS) if the Bus Bar measurement is enabled. If not enabled, the BB_MEAS register is
not present in the FIFO

- 0x4B (VBS_MEAS) if the VBS measurement is enabled. If not enabled, the VBS_MEAS register is
not present in the FIFO

- 0x4D to 0x56 (NTC_GPIO_MEAS_x) depending on the GPIO setting in L9965AE. If a particular
GPIO is not enabled or it is masked the corresponding register is not present in the FIFO

. The FAULT bit is set according to the GSW of the addressed L9965AE

. The DATA READ is composed according to the register structure (for more information, see the L9965AE
datasheet)

. The CRC of the frame.

In case of standard burst, single packet sent with an interframe time is received on VIF RX and is stored in FIFO
RX with the same approach of a single read.

5.8.2.3 Broadcast write

A broadcast write command allows simultaneous writing of the same data on all devices in a chain, or on a
subset.

The MCU can exploit different broadcast commands by programming the DEV_ID field of the SPI MOSI frame
(see Table 26). There are two types of broadcast commands, configured as described in table below:

Table 37. Broadcast commands

Chain device addressing, for all devices in the

stack
i, ) . . . Transceivers can
Global 0x0 Writing common configurations to all devices in only be addressed
broadcast the stack .
. . . via SPI target
. Executing common tasks for all devices in the

stack

Writing common configurations to a specific
Selective 0x3C + subset of devices in the stack
broadcast BROADCAST_SEL_<x> |« Executing common tasks to a specific subset of

devices in the stack

BROADCAST_SEL_<x> is a 2-bit field allowing sending commands to a subset of chained devices. The
command is accepted if the BROADCAST_SEL_<x> is equal to the BROADCAST_SEL 1 or
BROADCAST_SEL_2 in GEN_CFG1 register.

If the DEV_ID field of the frame is equal to a global or selective broadcast filter, the IC sends it to the VIF if the
SPI frame is correct (in terms of length, CRC).

The devices addressed are those programmed with matching BROADCAST_SEL_<x> value.
In both cases the next MISO frame is an echo of the SPI command (DEV_ID and Address).
The ICs on the VIF chain don’t generate answer upon receipt of broadcast commands.

The registers that can be addressed by broadcast write are reported in the registers map.

5.8.2.4 Read VIF received frames

All the frames received from VIF, already decompressed if necessary, are stored in the VIF RX FIFO.
The MCU accesses the frames in the RX FIFO:
1. With a single read/write frame (see Section 5.8.2.1).
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2. Setting the CMD_TRX field in CMD_REG equal to 0xB5. This is a dedicated read command that must be sent
for all the FIFO locations to read. The command does not transfer any data on the VIF interface.

3. With an SPI burst access approach to reduce the time needed to readout long data series from a single unit.
This access is achieved by MCU asserting the NCS and sending N*40 clock cycles on SCK, where N is the
number of frames to be read from FIFO. If a wrong number of clock cycle is sent by MCU, the last frame is not
reliable and the pointed FIFO location is lost. At the next access to the SPI follower, an SPI ERROR frame is
sent, and an error bit (SPI_SHORT_FRAME or SPI_LONG_FRAME) is asserted in the status register
COMM_ERR_SPI.

Figure 13. SPI burst read

NCS -| I_

SCK - Hﬂ

S DO Burst Answer

5.8.2.5 RX VIF FIFO handling

The device includes two types of memory: the internal register memory, which configures the device
functionalities, and the VIF RX FIFO, which stores all frames received from the Vertical Interface. Access to these
memories is managed using a hardware pointer. This pointer changes based on the SPI request received and
points to the register whose value will be shifted out on the next MISO.

. When the MCU sends an SPI read/write command addressing the IC's own registers, the pointer switches
to the internal register map at the end of the SPI frame.

. When the MCU sends an SPI read/write command to pop a VIF frame from the FIFO, the pointer switches
to the FIFO at the end of the SPI frame.

. When the MCU sends an SPI read/write command addressing an external device on the VIF bus, the

pointer switches to the FIFO at the end of the SPI frame.

The pointer's behavior is transparent when the MCU retrieves VIF data from the same transceiver used to send
the VIF request. However, it becomes visible when the MCU sends a VIF request from one transceiver and
retrieves the response from the opposite transceiver.

Referring to Figure 14, in a dual-ring topology with the bidirectional answer enabled for all devices, the MCU
reads an internal register of the high transceiver during time interval [t0O-t1]. Then it sends a standard burst
command to a device along the chain from the low transceiver during time interval [t2-t3-t4].

To read the response frames from the same transceiver side, the MCU must send N FIFO POP commands during
time interval [t5-t6-...], where N is the number of burst response frames. If the MCU needs to read the responses
using the high transceiver, it must send N+2 FIFO POP commands. The first retrieves the internal register data
(requested initially) and updates the pointer to the first FIFO location [t5]. The second retrieves the burst request
(sent by the low transceiver) [t6], and the remaining N FIFO POP commands retrieve the burst answers during
time interval [t7-8-...].
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Figure 14. Accessing the FIFO using single FIFO POP commands
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The long frame access allows the MCU to send a single long SPI frame of 40*N bits, where N is the number of
burst responses. In the scenarios described before, if the MCU needs to retrieve the data from the high
transceiver using the long SPI frame, it must send at least one FIFO POP command to update the MISO pointer
from local memory to the FIFO during time interval [t5]. Then, it can generate the long frame of (N+1)*40 bits. The
long frame retrieves the burst request (sent by the low transceiver) during time interval [t6] and the N burst
responses during time interval [t7-t8-...].

Figure 15. Accessing the FIFO using LONG FRAME
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In a typical application scenario, to perform a burst read on a target device on the VIF bus, the following
procedures must be performed:

Procedure 1: Burst request and response from the same transceiver

1. Send an SPI burst request to the target device along the chain through the transceiver (see Section 5.8.2.2).
2. Wait to receive the N response frames to the burst.

3. Send N SPI commands to pop responses from the FIFO.
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Procedure 2: Burst request from transceiver A and response from transceiver B, when the pointer of transceiver
B already points to the RX FIFO

1. Send an SPI burst request to the target device along the chain through one of the two transceivers in the
chain (see Section 5.8.2.2).

2. Wait to receive the N response frames to the burst.
3. From transceiver B, send one frame to pop from the FIFO the burst request sent by transceiver A.
4. From transceiver B, send N frames to pop from the FIFO the related N responses of burst.

Procedure 3: Burst request from transceiver A and response from transceiver B, when the pointer of transceiver
B points to its internal register

1. Send an SPI burst request to the target device along the chain through one of the two transceivers in the
chain (see Section 5.8.2.2).

2. Wait to receive the N response frames to the burst.

3. From transceiver B, send a FIFO pop frame to point to the FIFO memory (the MISO will contain the data of the
internal register read before).

4. From transceiver B, send one SPI frame to pop from the FIFO the burst request sent by transceiver.

5. From transceiver B, send N SPI frames to pop from the FIFO the related N responses of burst.

5.8.2.6 Chained devices wakeup requested by MCU

The wakeup of the devices on the VIF bus requested by MCU is an asynchronous event with respect to the
CYCLIC_WAKEUP thread managed in background by the L9965TE/L9965TSE.

Figure 16 shows a typical application scenario where the MCU wakes up the daisy-chain that was previously
operating in CYCLIC_WAKEUP mode.

To wake up the daisy-chain:

1. The MCU moves both L9965TE/L9965TSE channels to NORMAL state

2. The MCU waits for the L9965TE/L9965TSE wakeup period (Twakeur)

3. The MCU checks the internal status bit of any L9965TE/L9965TSE channel
(WAKEUP_CYCLIC_TRX_SENDER, WAKEUP_CYCLIC_TRX_LISTENER in register GEN_STATUS2) to
determine which one is operating in SENDER mode, and sends it a SPI FAULT/WAKEUP command (see par
5.8.3.1) to be propagated on the VIF. This guarantees that CYCLIC_WAKEUP and FAULT/WAKEUP tones
travel in the same direction to avoid conflicts.

4. The listener channel of the transceiver, receiving the FAULT/WAKEUP tone from the VIF, assert the FLT pin.

5. Waking up the whole daisy chain will take approximately Nyir_stack*TviF_wakeup_TIME, @nd is confirmed by
the FLT interrupt generated by the listener LO965TE/L9965TSE channel, once it receives the FAULT/WAKEUP
tone
a. The MCU is supposed to check the L9965TE/L9965TSE status register to verify that the FLT/WAKEUP

source flag is asserted. As shown in Figure 12, it is possible that a CYCLIC_WAKEUP tone reaches the
LISTENER transceiver before the FAULT/WAKEUP tone arrives. In such case, the MCU shall anyway wait
for the FAULT/WAKEUP tone to consider the daisy-chain fully woken up.
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Figure 16. Wakeup by MCU
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5.8.3 Special Frames

This section lists the special frames associated to specific events.

5.8.3.1 SPI FAULT/WAKEUP command

This command can be sent by MCU SPI writing the data OXAE in CMD_REG to request L9965TE/L9965TSE the
transmission of FAULT/WAKEUP tone to VIF chain.

Table 38. IC reaction to FAULT/WAKEUP frame

IC STATE IC reaction upon frame receipt

NORMAL . FAULT/WAKEUP tone transmitted on the VIF to wake up all the devices on the chain
. Device moves to NORMAL within TVIF_WAKEUP_TIME
. The sender/listener states of the L9965TE/L9965TSE is latched in the
CYCLIC_WAKEUP WAKEUP_CYCLIC_TRX_SENDER

CYCLIC_COUNT *  Or WAKEUP_CYCLIC_TRX_LISTENER bits in register GEN_STATUS2
«  GEN_STATUS2.WAKEUP_FAULT_SPI = 1

. The frame is not decoded

. Device moves to NORMAL within TVIFﬁWAKEUF’fTIME
DEEPSLEEP . GEN_STATUS2.WAKEUP_FAULT_SPI =1

. The frame is not decoded
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5.8.3.2 SPI WAKEUP command

Whatever frame sent by MCU SPI on both daisy-chain ends wakes up the L9965TE/L9965TSE from a low power
state (see Section 5.1.1.1.2).

Note: After a wakeup frame, an interframe time of at least 20 us should be considered before sending any other
frames.

Table 39. IC reaction to WAKEUP frame

IC STATE IC reaction upon frame receipt

L9965TE/L9965TSE answers to SPI frame as described in Section 5.8.2.1, Section 5.8.2.2, or

S Section 5.8.2.3
. Device moves to NORMAL within TVIF_WAKEUP_TIME
. The sender/listener states of the L9965TE/L9965TSE is latched in the
CYCLIC_WAKEUP WAKEUP_CYCLIC_TRX_SENDER

CYCLIC_COUNT *  Or WAKEUP_CYCLIC_TRX_LISTENER bits in register GEN_STATUS2
+  GEN_STATUS2.WAKEUP_FAULT_SPI = 1

. The frame is not decoded
. Device moves to NORMAL within TVIF_WAKEUP_TIME
DEEPSLEEP . GEN_STATUS2.WAKEUP_FAULT_SPI =1
. The frame is not decoded
5.8.3.3 SPI GO2SLEEP command

This command can be sent by MCU SPI writing the data OxCC in SPECIAL_REG to put the L9965TE/L9965TSE
in SLEEP state. If the address of the frame is for broadcast write, the device sends a proper tone on a daisy-chain
to put the whole chain in SLEEP state and then it moves to SLEEP state.

Note: After GOTOSLEEP frame an interframe time of at least 20 us should be considered before sending any other
frame.

Table 40. IC reaction to GO2SLEEP frame

IC STATE IC reaction upon frame receipt

. If sent only to transceiver DEV_ID, L9965TE/L9965TSE will move to DEEP SLEEP state if the
CYCLIC_WAKEUP is not enabled. In this case the CYCLIC_WAKEUP is enabled will move to the
NORMAL CYCLIC COUNT state.
. If sent as broadcast frame, the L9965TE/L9965TSE propagates the GO2SLEEP tone on the VIF
and then moves to SLEEP state

. The device moves to NORMAL within Tyir_ wAKEUP_TIME-
. The sender/listener states of the L9965TE/L9965TSE is latched in the
CYCLIC_WAKEUP WAKEUP_CYCLIC_TRX_SENDER

CYCLIC_COUNT *  Or WAKEUP_CYCLIC_TRX_LISTENER bits in register GEN_STATUS2
+  GEN_STATUS2. WAKEUP_FAULT_SPI = 1

. The frame is not decoded
. The device moves to NORMAL within TVIF_WAKEUP_TIME-
DEEPSLEEP . GEN_STATUS2. WAKEUP_FAULT_SPI =1
. The frame is not decoded
5.8.3.4 SPI default frame

Since the protocol is out of frame, the first answer issued by the IC when, after a wake up condition, it moves to
NORMAL from DEEP SLEEP, CYCLIC COUNT or CYCLIC_WAKEUP state is the frame 0x0000000010.
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Table 41. SPI default frame

|

el
‘I'-I’ 2 DEV_ID Address feedback 5 DATA read CRC
7} )
£ 0x00 0x00 Z 0x00 0x10
g
o
5.8.3.5 SPI ERROR frame

It is the IC answer when a wrong MOSI frame has been received.
Table 42. SPI Error frame

0

[a]
" -
o TR o) x
o 3 DEV ID Address feedback 55 S2%0 k&
<'": 2 <:( 0x00 ocg n:% (RPN CRC
o s 0x00 Ox7F b %I:> E:_, T
g ¥~ < O
8 =
5.8.3.6 RX FIFO EMPTY frame

It is the IC answer when the MCU request a read from the RX FIFO and it is empty.
Table 43. RX FIFO empty special frame

|

© § DEV_ID Address feedback 5 Data read
1l 2 3 CRC
£ £ Transceiver 0x1C E OXEEEE
5
o
5.8.3.7 VIF SHORT TONE - CYCLIC WAKEUP TONE

It is a 0x0 frame that represents a CYCLIC_WAKEUP tone. It is sent autonomously by the L9965TE/L9965TSE
transceiver when in CYCLIC_WAKEUP state. It is characterized by a specific number of bit and frequency.

Table 44. IC reaction to VIF Short tone

IC STATE IC reaction upon frame receipt

FLT pin is asserted

NORMAL GEN_STATUS2. WAKEUP_CYCLIC_VIF = 1

CYCLIC_WAKEUP

Tone is discarded

. If L9965TE/L9965TSE is in sender mode, tone is discarded.

CYCLIC_COUNT | - If L9965TE/L9965TSE is in listener mode and the cyclic wake up timeout is not expired, the status
becomes sender and the cyclic wake up timer is restarted.

° Device moves to NORMAL within TVIF_WAKEUP_TIME
DEEPSLEEP . FLT pin is asserted
. GEN_STATUS2. WAKEUP_CYCLIC_VIF =1

5.8.3.8 VIF LONG TONE — FAULT/WAKEUP tone

It is a 0x0 VIF frame that represents a FAULT/WAKEUP tone from/to the chain. It is characterized by a specific
number of bit and frequency.
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Table 45. IC reaction to VIF LONG tone

IC STATE IC reaction upon frame receipt

FLT pin is asserted

NORMAL GEN_STATUS2.WAKEUP_FAULT_VIF =1

. Device moves to NORMAL within TVIF_WAKEUP_TIME
. WKUP and FLT pins are asserted
CYCLIC_WAKEUP ', The sender/listener states of the L9965TE/L9965TSE is latched in the
CYCLIC COUNT WAKEUP_CYCLIC_TRX_SENDER
- < Or WAKEUP_CYCLIC_TRX_LISTENER bits in register GEN_STATUS2
«  GEN_STATUS2.WAKEUP_FAULT VIF = 1

M Device moves to NORMAL within TVIFﬁWAKEUPfTIME
DEEPSLEEP . FLT pin is asserted
. GEN_STATUS2. WAKEUP_FAULT_VIF =1

5.8.4 Device identification (DEVICE_NAME)

The Isolated Vertical Interface (VIF) allows populating the bus with different devices of the L9965 family. To enable
the MCU quickly recognizing the device type and launching the proper initialization, configuration and diagnostic
procedures, the CHIP_ID.NAME_ID register holds a unique code identifying the product type. Specifically,
NAME_ID = 0x17 identifies the L9965TE/L9965TSE.

In the same register are also available the following fields: CHIP_ID.SILICON_ID and CHIP_ID.METAL_ID
identifying the version of the silicon.

5.9 Output pins

5.9.1 BNE

BNE is a push-pull output pin, it is functional in NORMAL state and high impedance in all other states. In
NORMAL state this pin output the information on a buffer not empty to implement interrupt-based communication
with the MCU. When high, it means that the Rx FIFO stores at least one frame. The default value is LOW.

The BNE value can be read in the bit GEN_STATUS3.BNE.

Figure 17. BNE pin structure
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5.9.2 FLT
FLT is a push-pull output pin, it's functional in NORMAL state and Hi-Z in all other states.
Its purpose is to implement interrupt-based communication with the MCU. The default value is LOW.

When FLT pin and SPI FAULT are HIGH, it means that a fault tone has been received on VIF or an internal
L9965TE/L9965TSE fault, according to mask register GEN_CFG3 configuration, has been detected. The default

value is LOW.
Figure 18. FLT pin structure
VIO
‘ — NFLT
GND
o
FLT
TO DIGITAL INPUT . FLT
GND
Reir po
Reir ext o
GND GND
5.9.3 WKP

The WKP pin is a high voltage output pin that provides a voltage VB - Vywkp_prop to enable external regulators
(SBC, PMIC) used to power the microprocessor and VIO pin as shown in figure below.

Figure 19. WKP pin application circuit
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When WKP PMOS pullup is not activated, WKP pin is in high impedance, and the external circuitry defines the pin
voltage (in the typ. application circuit, 100 kQ resistor to GND is used).
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WKP PMOS pullup is triggered:

. When a FAULT/WAKEUP tone is received on VIF in DEEP_SLEEP, CYCLIC_WAKEUP and
CYCLIC_COUNT. In this case the device moves to NORMAL state and WKP pin is asserted

. In NORMAL mode, WKP can be asserted by setting bit WKP_SET =1 (in GEN_CFG4 register).

WKP function can be disabled configuring WKP_DIS=1 (in GEN_CFG4 register); the default value is
WKP_DIS=0. In NORMAL mode, the WKP pin operates accordingly to the following table:

Table 46. WKP pin truth table

0 X 1
1 0 0
1 1 1

WKP pin should be used to drive the wake-up terminal of the system’s power management device. It should not
be used as a switch for power management supply itself. This terminal is not reverse battery protected and thus
should not be connected outside of the system module.

5.9.4 Diagnostic functions

In NORMAL mode a short to GND/VIO detection is implemented to protect the pins output buffer through a
coherency check between the driving signal and the pin value.

In case of short to GND, the WKP pin is protected with thermal shutdown, see Section 5.4 for further details.

Table 47. Interrupt pins diagnostic functions

Fault Assertion condition IC reaction to assertion Release | IC reaction Maskable
type condition | to release

BNE_ERR =1in

GEN_STATUS1 . BNE_ERR =1in
BNE ) . The FLT pin and the SPI status bit non
short  BNE pin # FAULT is asserted in The driver maskable
o GEN_STATUS3.BNE NORMAL if C'fea;don is . FLT pin and SPI
GND | in NORMAL MSK_BNE_ERR=0 in reengaged FAULT maskable by
or VIO GEN_CFG3 bit MSK_BNE_ERR in
. The output buffer is put in GEN_CFG3
Hiz
. FLT_ERR=1in
FLT GEN_STATUS1 . FLT_ERR =1in
short . The SPI FAULT is asserted The driver status bit non
to FLT pin # SPI MISO in NORMAL if Clear on is maskable
GND frame bit 24 ggﬁ_glL:'lé_ERRw in read reengaged . E}I:’LII:?AUSLI'(I' ?E_Is_kaEt})_\l’%
VIO - k L
or . The output buffer is put in in GEN_CFG3
HiZz
. WKP_ERR =1in
GEN_STATUS1 . WKP_ERR = 1in
WKP | WKP pin # . The FLT pin and the SPI status bit non
short ' GEN STATUS3. FAULT is asserted in Clear on The driver maskable
to - ) NORMAL if is . FLT pin and SPI
GND \’{lVggMiTLATUS in MSK_WKP_ERR =0 in read | oengaged FAULT maskable by
or VIO GEN_CFG3 bit MSK_WKP_ERR
. The output buffer is put in in GEN_CFG3
Hiz
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5.9.5 Electrical parameters

Table 48. Output buffer electrical characteristics

Symbol PARAMETER TEST CONDITIONS m UNIT m

Vout L | Low output level 1=2mA BNE FLT
Vout H | High output level I=-2mA VIO-0.4 V | BNE FLT
Cload=100pF 20-80% on rising
Tout trans | Digital output Rise and Fall time. edge, OUT 80-20% on falling 5 400 ns BNEFLT
edge
ReNe_pp | BNE weak pulldown resistor to GND 0.4 1 1.6  MQ BNE
Ret pop | FLT weak pulldown resistor to GND 0.4 1 1.6  MQ FLT
lwkp WKP output current 2 4 mA WKP
Voltage drop from
VWKP DROP lwkp = -0.5mA 0.5 1 Vv WKP
- VB to WKP
Vwkp peT | Threshold to set WKP_STATUS to '1'  WKP_SET =1 15 Y WKP

5.10 Configuration lock (UNLOCK_KEY)

To prevent inadvertent modification of Safety Relevant Registers (SRR) and Safety Latent Registers (SLR)
(indicated in the register map) such register map sectors are protected by a lock field.

By default, SRR/SLR registers are locked. To configure the device, the following procedure shall be implemented:
Procedure 3: Configuration Lock/Unlock
1. Write 0x55 in the SPECIAL_REG.SPECIAL_KEY register to enter in partial unlock
2. Write 0x33 in the SPECIAL_REG.SPECIAL_KEY register to confirm the unlock
3. Any configuration register must be written within Tcrg_TiMEOUT
a. Ifthe TCFG_TIMEOUT expires, the lock is automatically reapplied
4. Write OxAA in the SPECIAL_REG.SPECIAL_KEY to reapply the lock.
Trying to write a protected register (SRR or SLR) without unlocking it before results in command being ignored.

Writing lock-protected registers only changes the current configuration loaded in the SPI registers. To save the
configuration and guarantee a correct reload at each powerup, the update has to be pushed into the Non-Volatile
Memory (NVM) as described in Section 5.12.

Note: For temporary modifications to the IC configuration, which do not need to be pushed in the Non-Volatile Memory
(NVM), it is recommended to disable the configuration register data integrity check (CONF_CRC).
Note:

5.10.1 Electrical parameters

Table 49. Configuration lock electrical parameters

Tcre_TIMEOUT Configuration lock timeout Tested in SCAN

5.11 Software reset (SW_RST)

It is possible to reset the device configuration sending a SW_RST sequence.

Once triggered, the software reset procedure resets all SPI registers to their default values, including the lock-
protected ones.

The software reset procedure also acts on SPI registers clear on read flags depending on their diagnosis source:
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. Runtime diagnosis: VB_UV, V3V3_INT_OV, V5V_QV, V5V_UV, V5V_OT, WKP_OT, GND_LOSS,
TRIM_CYC_CRC_FAIL, CONF_CYC_CRC_FAIL, OSC_FAIL, FLT_ERR, WKP_ERR, BNE_ERR,
V5V_OC, TSD). These status bits are cleared by software reset only if faults are no more detected.

. One-time diagnosis without results retention (analog comparators BIST and oscillator monitor BIST):
POR_SLEEP_ASSERTED, WAKEUP_CYCLIC_END, WAKEUP_CYCLIC_TRX_TIMEOUT,
BIST_ANA_DONE, BIST_ANA_FAIL, BIST_OSC_DONE, BIST_OSC_FAIL. In this case the status bits are
always cleared by software reset.

. One-time diagnosis with results retention: TRIM_NVM_CRC_FAIL, CONF_NVM_CRC_FAIL,
NVM_VERIFY_ERR. These status bits are cleared by software reset only if diagnosis ends with no fault
detected.

. Diagnosis related to SPI or VIF communication events: ISO_ERR, FIFO_RX_EMPTY, FIFO_RX_FULL,
FIFO_TX_FULL, WAKEUP_FAULT_VIF, SPI_VIF_ID_ERR, SPI_COMM_CRC_ERR,
SPI_WRONG_ADDR, SPI_SHORT_FRAME, SPI_LONG_FRAM, ISO_COMM_CRC_ERR,
ISO_SHORT_FRAME, ISO_LONG_FRAME. In this case the status bits are always cleared by software
reset.

To reset the device configuration, the following procedure shall be implemented.
Procedure 4: Software reset

1. Write OxE1 in the SPECIAL_REG register to enter in partial reset mode

2. Write Ox1E in the SPECIAL_REG register to confirm the reset

3. If required from the application, download the configuration from the NVM.

Since the NVM is redownloaded at each wake up, any new configuration should be pushed into the memory with
a “write” instruction (see Section 5.12.1). Otherwise, the previous configuration will be restored at the next wake
up event.

5.12 Non-Volatile Memory (NVM)

Key device Device key configuration parameters can be stored in the internal NVM. For the registers that can be
saved to the NVM please refer to the device register map.

5.12.1 NVM Read/Write operations

NVM data is automatically downloaded into local registers every time that the IC performs the following FSM
transitions:

. DEEP SLEEP to NORMAL

. CYCLIC_COUNT to CYCLIC_WAKEUP

. CYCLIC_COUNT to NORMAL

When the IC performs FSM transitions to DEEPSLEEP or CYCLIC_COUNT state, a selected group of data stored

in local registers is retained to guarantee IC correct operation (VIF_ID_CFG, GEN_CFG1, GEN_CFG2,
GEN_CFG3), while all other data is lost. Such data will be redownloaded in the next transition to NORMAL.

When the IC performs FSM transitions to OFF state, all data stored in local registers is lost; NVM data will be

redownloaded in the next transition to NORMAL.

As the IC reaches NORMAL state, the following commands allow user interaction with the NVM:

. GENERAL_REG.VM_OP_CMD=0x3 triggers the NVM upload and refresh: this operation fetches the data
previously written into configuration registers and writes it to the relative NVM sectors, then it automatically
triggers a full NVM redownload to guarantee whole data consistency. The operation lasts Tnvm_upLOAD
and during such time interval the MCU will not be able to perform R/W operations (any command will be
discarded)

. GENERAL_REG.NVM_OP_CMD=0x5 triggers the NVM refresh, fetching the data from NVM sectors and
writing it to the configuration registers. The operation lasts Tyym_pownLoap @nd during such time interval
the MCU will not be able to perform R/W operations (any command will be discarded)

During NVM upload/download operations, GENERAL_REG.NVM_READY bit is reset to ‘0’, indicating that NVM is

busy. Once the task is complete, the GENERAL_REG.NVM_READY is set; as no NVM read/write operation is
running, the NVM circuit is kept under reset.
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To guarantee data retention, NVM write operation number must not exceed Nnym_wRITE_cycLEs: if such a limit is
exceeded, data retention is not guaranteed. The IC continues to accept and perform every write operation, even if
it is beyond Nnym_wRITE_cycLEs count. Every time a write operation is performed, the IC automatically updates
the GEN_CFG1.NVM_UPLOAD_COUNT counter field, stored in the NVM as well. The counter value saturates at
NNnvM_WRITE_cYcLES: if @ new write operation is done above the Nyym_ wRITE_cycLEs limit, counter value is
increased at Nnvm wRiTE_cycLest1 and will never be updated anymore.

5.12.2 NVM data integrity checks

Device trimming data and configuration data (used to configure IC operation) in VIF_ID_CFG, GEN_CFGT1,
GEN_CFG2, GEN_CFG3 registers are stored in different sectors, each protected by its own CRC.

Every time the IC performs an NVM download operation (either automatic or user-driven), an integrity check of
the NVM CRC (sector by sector) is performed.

Every time the user triggers an NVM upload and refresh operation, the corresponding sector CRC is updated as
well; this is done by IC automatically.

5.12.2.1 Diagnostic functions

Table 50. NVM integrity check diagnostic functions

Fault type Assertion IC reaction to assertion Release Maskable
condition condition

The CRC check failing sector data

is not downloaded into the local . It is possible to mask all
registers. Register data is zeros replacement setting
_Atleastoneof replaced by all zeros. the NVM_CRC_FAIL_MSK
mg'\grft:'/";’r?g;?( tsr;ittgr??::sg TRIM_NVM_CRC_FAIL = 1 in Clear on bit before a download
fail failed the CRC GEN_STATUS3 read . FLT pin and SF_’I FAULT
check The FLT pin and the SPI FAULT is maskable by bit
asserted in NORMAL if NVM_CRC_FAIL_MSK in
NVM_CRC_FAIL_MSK =0 in GENERAL_REG
GENERAL_REG
. The CRC check failing sector data
is not downloaded into the local . It is possible to mask all
At least one of registers. Register data is zeros replacement setting
NVM the configuration replaced by all zeros. the NVM_CRC_FAIL_MSK
configuration sectors has . CONF_NVM_CRC_FAIL =1in Clear on bit before a download
integrity check failed the CRC GEN_STATUS3 read . FLT pin and SPI FAULT
fail check . The FLT pin and the SPI FAULT is maskable by bit
asserted in NORMAL if NVM_CRC_FAIL_MSK in
NVM_CRC_FAIL_MSK =0 in GENERAL_REG
GENERAL_REG
Failure in the
NVM upload | upload phase of | - NVM_VERIFY_ERR =1in Clear on
fail the NVM GENERAL_REG read
registers
5.12.2.2 Electrical parameters

Table 51. NVM electrical parameters

st conions i T o Ui

Number of allowed NVM write cycles to = Guaranteed by

NNVM_WRITE_CYCLES guarantee data retention CHARACTERIZATION 1000 | cycles
Number of write cycles measured by

NNVM_WRITE_COUNT internal logic Guaranteed by SCAN 1023

TNVM_UPLOAD NVM user sector upload time duration ' Guaranteed by SCAN 12 ms

TNVM_DOWNLOAD NVM full download time duration Guaranteed by SCAN 400 s
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5123 Configuration Register data integrity check (CONF_CRC)

In order to guarantee the integrity over time of key trimming and configuration data downloaded from NVM, safety
relevant registers content (VIF_ID_CFG, GEN_CFG1, GEN_CFG2, GEN_CFG3) is automatically and cyclically
checked against corruption within NORMAL mode: this is possible because local register data is provided with a
CRC signature, that can be checked periodically (with period tconr_crc) When no operation on the NVM is
performed, i.e. NVM circuit is in reset state.

The local register CRC signature is managed in the following way:

. Every time NVM data is downloaded into local registers (either automatic or user-driven), a CRC signature
is refreshed as well
. Every time the user changes the local register data, the corresponding CRC signature is not automatically

updated, thus a CRC check failure is expected at the next execution cycle; as the user requests an NVM
upload and refresh operation the local register CRC signature is updated accordingly, and no further CRC
check failure is expected. To mask this systematic CRC check failure the user can set the
GENERAL_REG.CYC_CRC_DIS bit; however, the systematic failure scenario can be used as a fault-
injection test.

5.12.3.1 Diagnostic functions

Table 52. NVM cyclic check diagnostic functions

Fault type Assertion condition IC reaction to assertion Release Maskable
condition

At least one of the
NVM Trimming trimming sectors has TRIM_CYC_CRC_FAIL =1 Clearon | Check disabled by

Cyclic check fail | failed the cyclic CRC | in GEN_STATUS1 read GENERAL_REG.CYC_CRC _DIS =1
check
NVM At Ie_ast one of the _
Configuration configuration sectors  CONF_CYC_CRC_FAIL =1 Clearon | Check disabled by
) . has failed the cyclic in GEN_STATUS1 read GENERAL_REG.CYC_CRC_DIS =1
Cyclic check fail CRC check

In case of permanent data corruption, failure latch set pulse occurs every tconr_crc- Hence, MCU is supposed to
confirm permanent corruption performing multiple latch clear attempts with a periodicity larger than tconr_cre-
User can decide to completely disable this integrity check by setting CYC_CRC_DIS to 1; after the feature has
been disabled, it is still possible to clear-upon-read both CYC_TRIM _CRC_FAIL and CYC_CFG_CRC_FAIL.

5.12.3.2 Electrical parameters

Table 53. Configuration integrity check characteristics

tcoNF_cre Configuration integrity check period Tested by SCAN
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6 Application Information

6.1 Application circuit
Figure 20. Application circuit — capacitive isolation
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Figure 21. Application circuit — transformer isolation
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6.1.1 Bill of materials

Table 54. Bill of materials

CpaT1 Capacitor on VB 2.2 uF 50V

CgaT2 Capacitor on VB 100 nF 50V Filtering capacitor
CgaT3 Capacitor on VB 10 nF 50V Filtering capacitor
Cvio1 Capacitor on VIO 2.2 uF 16V

Cvio2 Capacitor on VIO 100 nF 16V Filtering capacitor
Cvsv1 Capacitor on V5V 2.2 uF 16V

Cysy2 | Capacitor on V5V 100 nF 16V

Voltage rating shall be sized
according to the maximum isolation

voltage to be guaranteed in the
Ciso Series capacitor for ISO pins 2.2nF to 6.8nF | 100V/1kV 2% application.

Keep tolerance low to maximize
differential line balancing.

Filters common mode and differential

CriL Filtering capacitor for ISO 100pF 25V 29 noise.
termination Keep tolerance low to maximize
differential line balancing.
RTERM Termination resistor for unused 200Q 0.5W 10% To be used only on unused VIF port.

port
Rwkp Pull-down resistor on WKP pin | Typical: 100kQ
RFLT ext_PD | Pull-down resistor on FLT pin Typical: 1TMQ To be mounted if pin is not used.

RBNE_ext_pD | Pull-down resistor on BNE pin Typical: 1MQ To be mounted if pin is not used.
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7 Package information

To meet environmental requirements, ST offers these devices in different grades of ECOPACK packages,
depending on their level of environmental compliance. ECOPACK specifications, grade definitions, and product
status are available at: www.st.com. ECOPACK is an ST trademark.

71 LQFP32L (7x7x1.4 mm 5V FULL PLASTIC) package information

Figure 22. LQFP32L (7x7x1.4 mm 5V FULL PLASTIC) package outline
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Table 55. LQFP32L (7x7x1.4 mm 5V FULL PLASTIC) package mechanical data

Dimensions in mm

Symbol _
T T
0°

C} 3.5° 7°
01 0° - -
062 10° 12° 14°
03 10° 12° 14°
A - - 1.60
A1 0.05 - 0.15
A2 1.35 1.40 1.45
b 0.30 0.37 0.45
b1 0.30 0.35 0.40
c 0.09 - 0.20
c1 0.09 - 0.16
D 9.00 BSC

D1 7.00 BSC

e 0.80 BSC

E 9.00 BSC

E1 7.00 BSC

L 0.45 0.60 0.75
L1 1.00 BSC

N 32

R1 0.08 - -
R1 0.08 - 0.20
S 0.20 - -

Tolerance of form and position

aaa 0.20
bbb 0.20
cce 0.10
ddd 0.20
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Table 56. Document revision history

S R R

16-Oct-2026 1 Initial release.
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